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Abstract of the contribution: This paper proposes a general concept into TS 23.287.
1. Proposal
The following changes are proposed in TS 23.287.
* * * * Start of 1st Change * * * * 

3

Definitions and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].




V2X communication: A communication to support Vehicle-to-Everything (V2X) services. V2X services are realized by various types of V2X applications, i.e. Vehicle-to-Vehicle (V2V), Vehicle-to-Pedestrian (V2P), Vehicle-to-Infrastructure (V2I) and Vehicle-to-Network (V2N).
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

V2I
Vehicle-to-Infrastructure
V2N
Vehicle-to-Network
V2P
Vehicle-to-Pedestrian
V2V
Vehicle-to-Vehicle
V2X
Vehicle-to-Everything
* * * * Start of 2nd Change * * * * 

4.1
General concept
There are two modes of operation for V2X communication, namely over PC5 reference point and over Uu reference point. These two operation modes may be used by a UE independently for transmission and reception.
V2X communications over PC5 reference point are supported by LTE and/or NR.
V2X communications over Uu reference point are supported by E-UTRA connected to 5GC and/or NR connected to 5GC. In this release, V2X communication over Uu reference point is only unicast.
* * * * End of Changes * * * * 

�All changes in clause 3 are new in this revision!
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