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Abstract of the contribution: This contribution proposes to implement Sol. 9 of the TR based on the agreement for KI#12 (interworking between EPC and 5GC) and reflect it in the TS for V2X study.
Background and proposal
Snippet from TR 23.786 showing the conclusion on KI#12 (System migration and interworking for eV2X):

“For Key Issue #12 (System migration and interworking for eV2X), it is conclude to take Solution #9 in clause 6.9 for normative work.”
Proposal: It is proposed to adopt the agreed solution #9 and reflect it in the TS 23.287.
* * * * Start of the 1st Change (All Text New)* * * * 

4.3
Interworking between EPS V2X and 5GS V2X
4.3.1
General 

The interworking between 5GS V2X and EPS V2X does not require any new interface between 5GS V2X and EPS V2X architectures.
4.3.2
V2X Policy and parameter provisioning

When the UE is in 5GS or EPS, the UE shall use the valid V2X Policy and parameter provisioned by PCF in 5GC or V2X Control Function in EPC for V2X communication. If the UE does not have valid V2X Policy and parameter, the UE shall request the network to provision the V2X Policy and parameter.
4.3.3
PC5 Operation
Editor's note: Detailed description is FFS.
4.3.4
Uu Mobility
Editor's note: Detailed description is FFS.
* * * * End of Changes * * * * 
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