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*** BEGIN CHANGES ***
5.16.3.10
IMS Voice Service via EPS Fallback or RAT fallback in 5GS

In order to support various deployment scenarios for obtaining IMS voice service, the UE and NR connected to 5GC may support the mechanism to direct or redirect the UE from NR connected to 5GC either towards E-UTRA connected to 5GC (RAT fallback) or towards EPS (E-UTRAN connected to EPC System fallback).

Following principles apply for IMS Voice Service:

-
The serving AMF indicates toward the UE during the Registration procedure that IMS voice over PS session is supported.

-
If a request for establishing the QoS flow for IMS voice reaches the NG-RAN, the NG-RAN responds indicating rejection of the establishment request and the NG-RAN may trigger one of the following procedures depending on UE capabilities, N26 availability, network configuration and radio conditions:

-
Redirection to EPS;

-
Handover procedure to EPS;

-
Redirection to E-UTRA connected to 5GC; or

-
Handover to E-UTRA connected to 5GC.

-
If needed, Network Provided Location Information is provided as described in clauses 4.13.6.1 and 4.13.6.2 of TS 23.502 [3].

Once IMS voice service ends in EPS (release of QCI=1 bearer), existing mechanisms can be used to move the UE to NG-RAN. The following principles apply:
-
If being informed that the (R)AN connection was established as a result of EPS Fallback, the E-UTRAN may use the indication that the (R)AN connection was established as a result of EPS Fallback to determine which of the existing mechanisms should be used to move the UE to NG-RAN. 

-
If being informed about the last used 5GS PLMN ID, the E-UTRAN shall take the last used 5GS PLMN ID into account when selecting the target cell in PS handover to NG-RAN or when selecting the dedicated target frequency list for idle mode mobility to NG-RAN in RRC Connection Release procedure.
*** END OF CHANGES ***

