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* * * * Start of 1st Change * * * * 

[bookmark: _Toc532895693]4.11.1.4.3	EPS bearer ID revocation
Following procedures are updated to revoke the EPS bearer ID(s) assigned to the QoS flow(s):
-	UE or network requested PDU Session Release for Non-roaming and Roaming with Local Breakout (clause 4.3.4.2).
-	UE or network requested PDU Session Release for Home-routed Roaming (clause 4.3.4.3).
-	UE or network requested PDU Session Modification (non-roaming and roaming with local breakout) (clause 4.3.3.2).
-	UE or network requested PDU Session Modification (home-routed roaming) (clause 4.3.3.3).
-	Registration (clause 4.2.2.2.2)
When the PDU Session is released as described in clauses 4.3.4.2 or 4.3.4.3, and the SMF invokes Nsmf_PDUSession_StatusNotify to notify AMF that the SM context for this PDU Session is released, the AMF releases the association between the SMF ID and the PDU Session ID, and releases the EBIs assigned for this PDU Session. When all the PDU sessions which are allocated with EBIs are relased in the same SMF, the AMF may revoke DNN and PGW-C+SMF FQDN for S5/S8 interface in the UDM using Nudm_UECM_Update service operation.
NOTE 1:	If the PGW-C+SMF in which the PDU sessions support EPS interworking is changed for the same DNN, the AMF can update the DNN and new PGW-C+SMF FQDN for S5/S8 interface in the UDM using Nudm_UECM_Update service operation.
When the UE or AMF initiates a PDU Session Modification as described in clauses 4.3.3.2 or 4.3.3.3, and the SMF needs to release the assigned EBI from a QoS flow (e.g. when the QoS flow is released), the SMF can indicate the Released EBI list in the Nsmf_PDUSession_UpdateSMContext Response to the AMF. The AMF releases the corresponding EBI allocation for this PDU Session.
When the SMF initiates a PDU Session Modification as described in clauses 4.3.3.2 or 4.3.3.3, and the SMF needs to release the assigned EBI from a QoS flow (e.g. when the QoS flow is released), the SMF invokes Namf_Communication_EBIAssignment and indicates the Released EBI list to the AMF. The AMF releases the corresponding EBI allocation for this PDU Session.
When the UE initiates a Registration as described in clause 4.2.2.2.2, and the AMF detects that the UE moves from the EPS and detects that a PDU Session associated with non-3GPP access has overlapping EBI with PDU Session associated with 3GPP access, the AMF release the corresponding EBI for the non-3GPP PDU Session. The AMF invokes Nsmf_PDUSession_UpdateSMContext (EBI(s) to be revoked) to request the related SMF to release the the EBI(s) to be revoked. The SMF sends N1 SM container to the UE to inform the revoked EBI(s).

* * * * End of Changes * * * *

