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1. Proposal
The following changes are proposed in TS 23.287 as per Conclusion of Key Issues 1 and 9 summarised in Section 7.2 of 3GPP TR 23.786

* * * * Start of 1st Change * * * * 

6.3
Procedures for V2X Communication over PC5 reference point
6.3.y
Multicast for V2X communication over PC5 reference point
To perform V2X communication over PC5 reference point in multicast mode of operation, the UE is configured with the related information as described in clause x.y.x.
The procedure for V2X communication over PC5 reference point in multicast mode of operation is as described in clause 5.3 of 3GPP TS 23.285 [X] with the following differences:

· V2X group management is carried out by the application layer and is out of scope of 3GPP

· The application layer provides an Application-layer V2X Group identifier and related QoS parameters to establish the communication over PC5. The QoS parameters include the characteristics represented by 5QI and the Range parameter as specified in clause xyz.
· The UE derives the Destination Layer 2 ID from the V2X Group Identifier and passes the information along with the related QoS parameters to the lower layers. If no V2X Group identifier is provided the UE determines the Destination Layer 2 ID and related QoS parameters from information provided by the V2X Control Function. 
NOTE X:
Stage 3 define how a UE derives the Destination Layer 2 ID from the Application-layer V2X Group Identifier provided by the upper layers.
* * * * End of Changes * * * * 
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