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NEXT CHANGE
4.13.5
Location Services procedures
4.13.5.0 General
Location Service related procedures are defined in TS 23.273 [xx], which includes both procedures used in regulatory scenario and procedures used in commercial scenario.

Procedures mentioned from clause 4.13.5.1 to clause 4.13.5.7 of this specification are all for regulatory usage. 
4.13.5.1
5GC-NI-LR Procedure
5GC-NI-LR Procedure is defined in clause 6.10.1 of TS 23.273 [xx].












4.13.5.2
5GC-MT-LR Procedure without UDM Query
5GC-MT-LR Procedure without UDM Query is defined in clause 6.10.2 of TS 23.273 [xx].











4.13.5.3
5GC-MT-LR Procedure
5GC-MT-LR Procedure used for regulatory location service is defined in clause 6.1.1 of TS 23.273 [xx].














4.13.5.4
UE Assisted and UE Based Positioning Procedure
UE Assisted and UE Based Positioning Procedure is defined in clause 6.11.1 of TS 23.273 [xx].












4.13.5.5
Network Assisted Positioning Procedure
Network Assisted Positioning Procedure is defined in clause 6.11.2 of TS 23.273 [xx].











4.13.5.6
Obtaining Non-UE Associated Network Assistance Data
Obtaining Non-UE Associated Network Assistance Data procedure is defined in clause 6.11.3 of TS 23.273 [xx].









4.13.5.7
Location continuity for Handover of an Emergency session from NG-RAN
Location continuity for Handover of an Emergency session from NG-RAN procedure is defined in clause 6.10.3 of TS 23.273 [xx].
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