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Abstract of the contribution: This contribution proposes to cleanup some of PC5 terminology.
1. Proposal
Clean up some terminology to clarify that PQI info (& PPPP/PPPR) is configured in the UE and then used and also clarify that Range parameter is optional for use and FFS for RAN conclusion.
FIRST CHANGE
5.4
QoS handling for V2X communication

5.4.1
QoS handling for V2X communication over PC5 reference point
5.4.1.1
General

For LTE based PC5, the QoS handling is defined in TS 23.285 [8], based on ProSe Per-Packet Priority (PPPP) and ProSe Per-Packet Reliability (PPPR). 

For NR based PC5, a QoS model similar to that defined in TS 23.501 [6] for Uu reference point is used, i.e. based on 5QIs, with additional parameter of Range. For the V2X communication over PC5 reference point, a special set of standardized PC5 5QIs (PQI) are defined in clause 5.4.3. The UE may be configured with a set of default PQIs to use for the V2X services, as defined in clause 5.1.2.1.  

The following principles apply when the V2X communication is carried over PC5 reference point:

-
Application layer may, using either TS 23.285 [8] defined PPPP and PPPR model or the PQI and optionally Range parameter model, configured in the UE, set the QoS requirements for the V2X message. Depending on the type of PC5 reference point, i.e. LTE based or NR based, selected for the transmission, the UE may map the application layer provided QoS requirements to the suitable QoS parameters to be passed to the lower layer. The mapping between the two QoS models is defined in clause 5.4.3.

-
When groupcast or unicast mode of V2X communication over NR based PC5 is used, a Range parameter may be  associated with the QoS parameters for the V2X communication. The Range may be provided by V2X application layer or use a default value mapped from the service type based on configuration as defined in clause 5.1.2.1. The Range indicates the minimum distance that the QoS parameters need to be fulfilled. The Range parameter is passed to AS layer together with the QoS parameters for dynamic control.      

-
NR based PC5 supports three types of communication mode, i.e. broadcast, groupcast, and unicast. The QoS handling of these different modes are described in clauses 5.4.1.2 to 5.4.1.4. 

-
The UE may handle broadcast, groupcast, and unicast traffic by taking all their priorities, e.g. indicated by PQIs, into account. 

-
When network scheduled operation mode is used, the UE-PC5-AMBR for NR based PC5 applies to all types of communication modes, and is used by NG-RAN for capping the UE's NR based PC5 transmission in the resources management.      

Editor's Note: The support of new QoS model, including PQI and Range, depends on RAN WGs' feedbacks.  
*****************NEXT **********************
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