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* * * * Start of 1st Change * * * * 

4.X.7	Adding User-Plane Resources for a MA-PDU Session
When the UE establishes a MA-PDU Session using a procedure in clause 4.X.3, the MA-PDU Session may have an user plane resources over an single access. In addition, the user plane resources of the MA-PDU Session may be released due to data inactiviy or deregistration over an access. In some cases, the MA-PDU Session may not have user plane resources over any access. Then the UE initiates this procedure to request activation of user plane resources. 
4.X.7.1 Non-roaming and Roaming with Local-Breakout
The procedure for adding adding user plane resources for a MA-PDU Session and the UE is non-roaming or roaming with local breakout, is based on the signalling flow in clause 4.2.3.2, with the following clarifications and modifications:
-	In step 1, the UE includes a PDU Session ID of a MA-PDU Session in the List Of PDU Sessions To Be Activated.
-	In step 11, the SMF provides N2 SM information in the PDUSession_UpdateSMContext Response to establish a user plane resources over an deactivated access. The SMF includes Access Type in the response to provide routing information for the N2 SM information.
Editor’s note: It is FFS whether the SMF establishes user plane resources in both access when there is no user plane resources in any access or the UE initiates Service Request in each access.
[bookmark: _GoBack]-	In step 12, the AMF sends N2 Request to the access network indicated in the Access Type.
4.X.7.2 Home-routed Roaming in the same PLMN
Editor’s note: It is FFS how to support home routed roaming in the same PLMN.

* * * * End of Changes * * * *


