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Introduction
Null.

Proposal

It is proposed to update TS 23.316 as follows:

**** First Change ****
4.3
Session management


This clause includes delta for wireline access specific aspects related to session management defined in TS 23.501[2] clause 5.6. 
4.3.1 Session management for 5G-RG
Session management of 5G-RG follows the principle defined in TS 23.501[2] clause 5.6 with the follow difference:
-
UE is replaced by 5G-RG.
-
5G-RG is connected to 5GC via wireline access type instead of 3GPP access.

Editor’s Note:
whether and how to support LADN is FFS. 
Editor’s Note:
The applicability of roaming scenario for 5G-BRG is under the scope of BBF.
4.3.2 Session management for FN-RG

Session management of FN-RG follows the principle defined in TS 23.501[2] clause 5.6 with the follow difference:

- UE is replaced by W-AGF

- FN-RG is connected to 5GC via wireline access type instead of 3GPP access.

Editor’s Note :  Whether the secondary authentication and authorization of FN-RG by DN-AAA server the establishment of a PDU Session is applicable is FFS. 

Editor’s Note : The applicability of roaming scenario for FN-BRG is under the scope of BBF.

4.X
Registration management

Registration management when 5G-RG or FN-RG is connected to 5GC via wireline access is described in TS 23.501[2] clause 5.5.1. 

4.Y
Connection management

Connection management when 5G-RG or FN-RG is connected to 5GC via wireline access is described in TS 23.501[2] clause 5.5.2.
**** End of Changes ****
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