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Abstract of the contribution: This contribution proposes to clarify PC5/Uu operation of V2X interworking between EPS and 5GS.
1.
 Introduction

For interworking between EPS V2X and 5GS V2X, the clause 4.3.3 and clause 4.3.4 are still empty, which are related to the PC5/Uu operation, so the paper is to give some detailed description on that.
It assumed that the content of section 4.3 is moved to section 5.x. as per CR S2-1901xxxx by Intel.
2. Proposals
It is proposed to adopt the following text in TS 23.287.   
***** Start of the 1st Change *****
5.X.2
PC5 Operation

PC5 operation interworking is related to the issue of the PC5 RAT selection. The Tx UE selects the appropriate RAT(s) for any particular V2X service, based on the configuration of "Tx Profile(s)" associated with the V2X services (e.g. PSID or ITS-AIDs of the V2X applications) and the UE RAT capabilities, and passes the packet to the applicable PC5 AS (Access Stratum) layer(s) in accordance with the "Tx Profile(s)" for transmission.

5.X.3
Mobility between EPS and 5GS
When the UE moves from EPS to 5GS, the UE related operations shall follow the system interworking procedures described in subclause 4.11 of TS 23.502 [7], with the following differences:

-
The AMF shall select a PCF supporting V2X. 
-
The AMF shall fetch from the PCF and provide the NR PC5 QoS parameters to NG-RAN.
-
If the UE does not have valid NR V2X Policy and parameters, the UE shall request the network to provision the NR V2X Policy and parameters from the PCF.
When the UE moves from 5GS to EPS, the UE related operations shall follow the system interworking procedures described in subclause 4.11 of TS 23.502 [7], with the following differences:

-
The AMF does not forward the 5GS PC5 QoS parameters as part of UE context to MME.

-
If the UE does not have valid EPS V2X Policy and parameters, the UE shall request the network to provision the EPS V2X Policy and parameters from the V2XCF.

***** End of Changes *****
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