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Open items under Vertical_LAN
	5G LAN

6.15.1

	Editor’s note whether and how a 1:1 and/or 1:N relation (DNN and 5G LAN group) is supported for IPv4 or IPv6 PDU session

	Editor’s note whether and how a 1:1 and/or 1:N relation (DNN and 5G LAN group) is supported for Ethernet PDU session (Takeshi Usui)

	How the agreement “The packets for different 5GLAN group may be marked with respective VLAN tagging by UPF.” in TR23.734 is reflected in TSs. (Takeshi Usui)

	Details of Local switch

	Details of Nx support

	Details of N6 support (Takeshi Usui)

	Editor’s note: Further description of 5G LAN group configuration parameters is expected to be needed in other clauses of this TS as well as other TSs and they could then be referred to.

	Time Sensitive Communication


6.15.2



	TSC QoS (Devaki Chandramouli)
· Use RAN2 email discussion outcome as the basis for next SA2 meeting

	TSC Time Synchronization 
· Various solutions

	Integration of 5GS with TSN (architecture) (Devaki Chandramouli)

	

	Standalone and Non-standalone NPN, access to PLMN services via NPN and vice versa

6.15.3

	S2-1901329 (Sebastian)
Editor's note: The stand-alone/non-stand-alone terminology may be revisited in a future meeting.

Editor's Note:
It is FFS whether list of NIDs per PLMN ID per cell or only a single NID per PLMN ID in a cell is needed.
Editor's note: Need for support of emergency services in SNPN mode of operation is FFS.

Editor's note: Details of access to PLMN services in SNPN mode of operation are FFS.

Editor's note: The need to support QoS differentiation for access to PLMN services via non-public networks is FFS.

Editor's note: The need to support QoS differentiation for access to PLMN services via non-public networks is FFS.



	S2-1901391 (Peter)
Editor's Note:
 Whether to assume or require combined usage of network slicing with CAG as to identify the NPN is FFS.

Editor's note: Whether CAG can be combined with stand-alone NPNs is FFS.

Editor's Note:
It is FFS whether it shall be possible to broadcast a list of CAG Identifiers per PLMN.

Editor's Note:
The above indication addresses e.g. the following 22.261 requirement: "5G system shall support a mechanism to prevent a UE with a subscription to a non-public network from automatically selecting and attaching to a PLMN or non-public network it is not authorised to select.", but it is FFS whether the indication is needed.
Editor's Note:
How the UE is configured with the above information is FSS, e.g. UDM could configure the UE using the UE Parameters Update via UDM Control Plane Procedure as described in TS 23.502 [3] clause 4.20.

Editor's Note:
How the Mobility restrictions is extended is FFS.
Editor's Note:
It is FFS whether the CAG Identifier is provided as a separate information or as an extension to the Selected PLMN.

Editor's Note:
How the Mobility restrictions is extended depends on whether CAG Identifier is separate information or an extension of the PLMN ID.

	Whether and how Solution #20 needs enhancement to reduce time latency and avoid dropped packets during HO between PLMN and NPN.
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