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3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]
3GPP TS 23.203: "Policies and Charging control architecture; Stage 2".

[5]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[6]
3GPP TS 23.179: "Functional architecture and information flows to support mission-critical communication service; Stage 2".

[7]
3GPP TS 23.335: "User Data Convergence (UDC); Technical realization and information flows; Stage 2".

[8]
3GPP TS 32.240: "Charging management; Charging architecture and principles".

[9]
3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses".

[10]
3GPP TS 23.161: "Network-Based IP Flow Mobility (NBIFOM); Stage 2".

[11]
3GPP TS 23.261: "IP flow mobility and seamless Wireless Local Area Network (WLAN) offload; Stage 2".

[12]
3GPP TS 23.167: "3rd Generation Partnership Project; Technical Specification Group Services and Systems Aspects; IP Multimedia Subsystem (IMS) emergency sessions".

[13]
3GPP TS 29.507: "Access and Mobility Policy Control Service; Stage 3".

[14]
Void.
[15]
3GPP TS 22.011: "Service Accessibility".
[16]
3GPP TS 23.221: "Architectural requirements".
[17]
3GPP TS 29.551: "5G System; Packet Flow Description Management Service; Stage 3".
[18]
3GPP TS 32.421: "Telecommunication management; Subscriber and equipment trace; Trace concepts and requirements".
[19]
3GPP TS 24.526: "UE Equipment (UE) policies for 5G System (5GS); Stage 3".
[20]
3GPP TS 32.291: "Charging management; 5G system, Charging service; stage 3".
[21]
3GPP TS 32.255: "Telecommunication management; Charging management; 5G Data connectivity domain charging; Stage 2".
[22]
3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[23]
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[24]
3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".

[x]
3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".
NEXT CHANGE
6.1.2.5
Policy Control Request Triggers relevant for AMF

The Policy Control Request Triggers relevant for AMF and 3GPP access type are listed in table 6.1.2.5-1 and define the conditions when the AMF shall interact again with PCF after the AM Policy Association Establishment or UE Policy Association Establishment.
The PCF provides Policy Control Request Triggers to the AMF indicating a specific UE (i.e. SUPI or PEI) in the Policy Association establishment and modification procedures defined in the TS 23.502 [3]. The Policy Control Request Triggers are transferred from the old AMF to the new AMF when the AMF changes.

The PCR triggers are not applicable any longer at termination of the AM Policy Association or termination of UE Policy Association.
Table 6.1.2.5-1: Policy Control Request Triggers relevant for AMF and 3GPP access type

	Policy Control Request Trigger
	Description
	Condition for reporting

	Location change (tracking area)
	The tracking area of the UE has changed.
	PCF (AM Policy, UE Policy)

	Change of UE presence in Presence Reporting Area
	The UE is entering/leaving a Presence Reporting Area
	PCF (AM Policy, UE Policy)

	Service Area restriction change
	The subscribed service area restriction information has changed.
	PCF (AM Policy)

	RFSP index change
	The subscribed RFSP index has changed
	PCF (AM Policy)

	Change of the Allowed NSSAI
	The Allowed NSSAI has changed
	PCF (AM Policy)

	PLMN change
	The UE has moved to another operators' domain.
	PCF (UE Policy)


NOTE:
In the following description of the Policy Control Request Triggers relevant for AMF and 3GPP access type, the term trigger is used instead of Policy Control Request Trigger where appropriate.

If the Location change trigger are armed, the AMF shall activate the relevant procedure which reports any changes in location as explained in TS 23.501 [2] clause 5.6.11 by subscribing with the Npcf_AMPolicyAssociation service or Npcf_UEPolicyAssociation service. The reporting is requested to the level indicated by the trigger (i.e. Tracking Area). The AMF reports that the Location change trigger was met and the Tracking Area identifier.

If the Change of UE presence in Presence Reporting Area trigger is armed, i.e. the PCF subscribed to reporting change of UE presence in a Presence Reporting Area, including a list of PRA ids. In addition, for "UE-dedicated Presence Reporting Area" a short list of TAs and/or NG-RAN nodes and/or cells identifiers is included. Then, the AMF shall activate the relevant procedure which reports any Change of UE presence in Area of Interest as explained in TS 23.501 [2], clause 5.6.11. The reporting is requested for the specific condition when target UE moved into a specified PRA. The AMF reports the PRA Identifier(s) and indication(s) whether the UE is inside or outside the Presence Reporting Area(s) to the PCF.

The Service Area restriction change trigger and the RFSP index change trigger shall trigger the AMF to interact with the PCF for all changes in the Service Area restriction or RFSP index data received in AMF from UDM. The reporting includes that the trigger is met and the subscribed Service Area restriction or the subscribed RFSP index provided to AMF by UDM, as described in clause 6.1.2.1.

The Change of the Allowed NSSAI trigger shall trigger the AMF to interact with the PCF if the Allowed NSSAI has been changed. The reporting includes that the trigger is met and the new Allowed NSSAI. The PCF may update RFSP index based on the Allowed NSSAI.
If the PLMN change trigger is armed, the AMF shall report it to the PCF to trigger the update of V2X service authorization parameters to the UE as defined in clause 6.2.2 of TS 23.287 [x]. The reporting includes the event with the current PLMN ID.
END OF CHANGES
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