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* * * First Change * * * *

4.11.4.3	Impacts to TS 23.402 procedures for ePDG interworking with 5GS
4.11.4.3.1		General
This clause captures enhancements to procedures in TS 23.402 [26] to support interworking with 5GS. The architecture for interworking is shown in TS 23.501 [x] clause 4.3.4. with the ePDG connected to SMF+PGW-C and UPF+PGW-U using GTP based S2b.
[bookmark: _Toc534610851]4.11.4.3.2	ePDG FQDN construction
TS 23.402 [26] clause 4.5.4.2 applies with the following modification:
-	Tracking/Location Area Identity FQDN: When the 5GC capable UE uses the Tracking Area of the NG-RAN when the UE is registered with the 5GC when constructing the Tracking Area Identity FQDN.
4.11.4.3.3	Initial Attach with GTP on S2b
The procedure in TS 23.402 [26] clause 7.2.4 applies with the following modifications:
-	In Step A.1 IKEv2 tunnel establishment procedure, the UE shall indicate its support of 5GC NAS in IKEv2. The UE allocates a PDU Session ID and includes this in PCO information in IKEv2 to the ePDG. The ePDG relays this information to the SMF+PGW-C.
4.11.4.3.4	Interaction with PCC
When interworking with 5GS is supported and a PGW-C+SMF is selected by the ePDG, policy interactions between PDN GW and PCRF specified in TS 23.402 [26] are replaced by equivalent interactions between PGW-C+SMF and PCF as captured in clause 4.11.0a.2.
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