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Abstract of the contribution: The paper is to update the description on PCF discovery and selection of TS 23.287 by referring to the relevant clause in TS 23.501.
Discussion
Clause 6.3.7.1 of TS 23.501 defines the mechanism of PCF discovery and selection for a UE or a PDU Session.
V2X requires that

In order to avoid multiple policy association to the UE for both V2X and non-Session based PCC, the AMF selects the PCF for both V2X and non-Session based PCC under the assumption that the PCF for V2X supports also non-Session based PCC.
Since V2X policy delivery reuses the UE policy delivery mechanism, to fulfil the above requirement, the same PDU UE policy association shall be established for both V2X policy and UE policy. Then we could only need to make sure that the same PCF is selected for UE policy association and for AM policy association, which has been captured in TS 23.501.
Additionally, the PCF discovery and selection need to consider V2X capability of the PCF at both NRF and AMF. 

Since the PCF discovery and selection mechanism is already defined in TS 23.501, the description in TS 23.287 should be aligned with that of TS 23.501. However, it not necessary to duplicate the description in TS 23.287. Hence, it is proposed to refer to Clause 6.3.7.1 of TS 23.501 and specify only the difference.
Proposal

It is proposed to update TS 23.287 as follows. 
FIRST CHANGE
6.2.3
PCF discovery and selection

PCF discovery and selection mechanism defined in clause 6.3.7.1 of TS 23.501 [6] applies with the following addition to enable a PCF instance is selected for V2X service and for UE:

-
Based on the indication from the UE and/or UE subscription data during the Registration procedure, the AMF may include V2X support indication and UE subscription data (i.e. "V2X services authorized" indication and UE-PC5-AMBR per PC5 RAT, and cross-RAT PC5 control authorization if applicable) in the Nnrf_NFDiscovery_Request message as optional input parameter. If provided, the NRF takes the information into account for discovering the PCF.
END OF CHANGE
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