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[bookmark: _Toc11137009]**** First Change ****
[bookmark: _Toc20150191]6.2.6	NRF
The Network Repository Function (NRF) supports the following functionality:
-	Supports service discovery function. Receive NF Discovery Request from NF instance or SCP, and provides the information of the discovered NF instances (be discovered) to the NF instance or SCP.
-	Supports P-CSCF discovery (specialized case of AF discovery by SMF).
-	Maintains the NF profile of available NF instances and their supported services.
-	Notifies about newly registered/updated/ deregistered NF instances along with its NF services to the subscribed NF service consumer or SCP.
NF profile of NF instance maintained in an NRF includes the following information:
-	NF instance ID.
-	NF type.
-	PLMN ID.
-	Network Slice related Identifier(s) e.g. S-NSSAI, NSI ID.
-	FQDN or IP address of NF.
-	NF capacity information.
-	NF priority information.
NOTE 1:	This parameter is used for AMF selection, if applicable, as specified in the clause 6.3.5. See clause 6.1.6.2.2 of TS 29.510 [58] for its detailed use.
-	NF Set ID.
-	NF Service Set ID of the NF service instance.
-	NF Specific Service authorization information.
-	if applicable, Names of supported services.
-	Endpoint Address(es) of instance(s) of each supported service.
-	Identification of stored data/information.
NOTE 2:	This is only applicable for a UDR profile. See applicable input parameters for Nnrf_NFManagement_NFRegister service operation in TS 23.502 [3] clause 5.2.7.2.2. This information applicability to other NF profiles is implementation specific.
-	Other service parameter, e.g., DNN or DNN list, notification endpoint for each type of notification that the NF service is interested in receiving.
-	Location information for the NF instance.
NOTE 3:	This information is operator specific. Examples of such information can be geographical location, data center.
-	TAI(s).
-	NF load information.
-	Routing Indicator, for UDM and AUSF.
-	One or more GUAMI(s), in case of AMF.
-	SMF area identity(ies) in case of UPF.
-	UDM Group ID, range(s) of SUPIs, range(s) of GPSIs, range(s) of internal group identifiers, range(s) of external group identifiers for UDM.
-	UDR Group ID, range(s) of SUPIs, range(s) of GPSIs, range(s) of external group identifiers for UDR.
-	AUSF Group ID, range(s) of SUPIs for AUSF.
-	PCF Group ID, range(s) of SUPIs for PCF.
-	HSS Group ID, set(s) of IMPIs, set(s) of IMPU, for HSS.
-	Analytics ID, in case of NWDAF.
-	AF's Event ID(s), in case of NEF.
NOTE 4:	This is applicable when NEF exposes AF information for analytics purpose as detailed in TS 23.288 [86].
NOTE 5:	It is expected service authorization information is usually provided by OA&M system, and it can also be included in the NF profile in the case that e.g. an NF instance has an exceptional service authorization information.
NOTE 6:	It is also expected that the NRF stores a mapping between UDM Group ID and SUPI(s), UDR Group ID and SUPI(s), AUSF Group ID and SUPI(s) and PCF Group ID and SUPI(s), to enable discovery of UDM, UDR, AUSF and PCF using SUPI, SUPI ranges as specified in clause 6.3.
-	IP domain list as described in clause 6.1.6.2.21 of TS 29.510 [58], Range(s) of (UE) IPv4 addresses or Range(s) of (UE) IPv6 prefixes, in case of BSF.
In the context of Network Slicing, based on network implementation, multiple NRFs can be deployed at different levels (see clause 5.15.5):
-	PLMN level (the NRF is configured with information for the whole PLMN),
-	shared-slice level (the NRF is configured with information belonging to a set of Network Slices),
-	slice-specific level (the NRF is configured with information belonging to an S-NSSAI).
In the context of roaming, multiple NRFs may be deployed in the different networks (see clause 4.2.4):
-	the NRF(s) in the Visited PLMN (known as the vNRF) configured with information for the visited PLMN.
-	the NRF(s) in the Home PLMN (known as the hNRF) configured with information for the home PLMN, referenced by the vNRF via the N27 interface.

**** Next Change ****


6.3.8	UDM discovery and selection
The NF consumer or the SCP performs UDM discovery to discover a UDM instance that manages the user subscriptions.
If the NF consumer performs discovery and selection, the NF consumers shall utilize the NRF to discover the UDM instance(s) unless UDM information is available by other means, e.g. locally configured on NF consumers. The UDM selection function in NF consumers selects a UDM instance based on the available UDM instances (obtained from the NRF or locally configured).
The UDM selection functionality is applicable to both 3GPP access and non-3GPP access.
The UDM selection functionality in NF consumer or in SCP should consider one of the following factors:
1.	Home network identifier (e.g. MNC and MCC) of SUCI/SUPI and UE's Routing Indicator.
NOTE 1:	The UE provides the Routing Indicator to the AMF as part of the SUCI as defined in TS 23.003 [19] during initial registration. The AMF provides the UE's Routing Indicator to other NF consumers (of UDM) as described in TS 23.502 [3].
	When the UE's Routing Indicator is set to its default value as defined in TS 23.003 [19], the UDM NF consumer can select any UDM instance within the home network of the SUCI/SUPI.
2.	UDM Group ID of the UE's SUPI.
NOTE 2:	The AMF can infer the UDM Group ID the UE's SUPI belongs to, based on the results of UDM discovery procedures with NRF. The AMF provides the UDM Group ID the SUPI belongs to other UDM NF consumers as described in TS 23.502 [3].
3.	SUPI or Internal Group ID; the UDM NF consumer selects a UDM instance based on the SUPI range the UE's SUPI belongs to or based on the results of a discovery procedure with NRF using the UE's SUPI or Internal Group ID as input for UDM discovery.
4.	GPSI or External Group ID; UDM NF consumers which manage network signalling not based on SUPI/SUCI (e.g. the NEF) select a UDM instance based on the GPSI or External Group ID range the UE's GPSI or External Group ID belongs to or based on the results of a discovery procedure with NRF using the UE's GPSI or External Group ID as input for UDM discovery.
In the case of delegated discovery and selection in SCP, NF consumer shall include one of these factors in the request towards SCP.

*************** End of changes ***************

