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**** First Change ****
[bookmark: _Toc11173509]4.13.8	Support of 5G LAN-type service
[bookmark: _Toc11173510]4.13.8.1	Support of 5G VNLAN group management
The information of 5G VNLAN group is provided by the AF to the NEF and is stored in the UDR, by using the NEF service operations information flow procedure described in clause 4.15.6.2.



**** Next Change ****

[bookmark: _Toc11173533]4.15.6.2	NEF service operations information flow




Figure 4.15.6.2-1: Nnef_ParameterProvision_Create / Nnef_ParameterProvision_uUpdate / Nnef_ParameterProvision_Delete request/response operations
0.	NF subscribes to UDM notifications of information updates.
0b.	[Conditional, on using NWDAF-assisted values] The AF may subscribe to NWDAF via NEF in order to learn the UE mobility analytics and/or UE Communication analytics for a UE or group of UEs by applying the procedure specified in TS 23.288 [50] clause 6.1.1.2. The Analytics Id is set to any of the values specified in TS 23.288 [50] clause 6.7.1.
0c.	[Conditional, on using NWDAF-assisted values] AF validates the received data and derives any of the Expected UE behaviour parameters defined in clause 4.15.6.3 for a UE or group of UEs.
1.	The AF provides one or more parameter(s) to be created or updated in a Nnef_ParameterProvision_Create or Nnef_ParameterProvision_Update or Nnef_ParameterProvision_Delete Request to the NEF.
	The GPSI identifies the UE and the Transaction Reference ID identifies the transaction request between NEF and AF. For the case of Nnef_ParameterProvision_Create, The NEF assigns a Transaction Reference ID to the Nnef_ParameterProvision_Create request.
	For a Create request associated with a 5G VN group, the Group External Group IDd identifies the 5G VN Group.
	The payload of the Nnef_ParameterProvision_Update Request includes one or more of the following parameters:
-	Expected UE Behaviour parameters (see clause 4.15.6.3), or
-	Network Configuration parameters (see clause 4.15.6.3a), or
-	External Group Id and 5G VN group data (i.e. 5G-VN configuration parameters) (see clause 4.15.6.3b), or
-	5G VN group membership management parameters (see clause 4.15.6.3c).
	The AF may request to delete 5G VN configuration by sending Nnef_ParameterProvision_Delete to the NEF.
2.	If the AF is authorised by the NEF to provision the parameters, the NEF requests to create, update and store, or delete the provisioned parameters as part of the subscriber data via Nudm_ParameterProvision_Create,  Nudm_ParameterProvision_Update Nudm_ParameterProvision_Createor Nudm_ParameterProvision_Delete Request message, the message includes the provisioned data and NEF reference ID.
	If the requester is not authorised to provision data, then the NEF continues in step 6 indicating the reason to failure in Nnef_ParameterProvision_Create/Update/Delete Response message. Step 7 does not apply in this case.
NOTE 1:	For non-roaming case and no authorisation or validation by the UDM required and if the request is not associated with a 5G VN group, the NEF can directly forward the external parameter to the UDR via Nudr_DM_Update Request message. And in this case, the UDR responds to NEF via Nudr_DM_Update Response message.
3.	UDM may read from UDR, by means of Nudr_DM_Query, corresponding subscriber information in order to validate required data updates and authorize these changes for this subscriber for the corresponding AF. UDM also checks whether the requestor is allowed to perform the requested service operation by checking requestor’s identifier (i.e. AF ID).
4.	If the AF is authorised by the UDM to provision the parameters for this subscriber, the UDM resolves the GPSI to SUPI, and requests to create, update or delete the provisioned parameters as part of the subscriber data via Nudr_DM_Create/Update/Delete Request message, the message includes the provisioned data.
	If a new 5G VN group is created, the UDM shall assign a unique Internal Group ID for the 5G VN group and include the newly assigned Internal Group ID in the Nudr_DM_Create Request message. In case the list of 5G VN group members is changed or in case 5G VN group parameters related with the connectivitry service of group members has changed, the UDM updates the User subscription according to the AF/NEF request.
	UDR stores the provisioned data as part of the subscription data and responds with Nudr_DM_Create/Update/Delete Response message.
	If the requester is not authorised to provision data, then the UDM continues in step 5 indicating the reason to failure in Nudm_ParameterProvision_Update Response message and step  7 is not executed.
	The UDM classifies the received parameters (i.e. Expected UE Behaviour parameters or the Network Configuration parameters or the 5G VN configuration parameters), into AMF-Associated and SMF-Associated parameters. The UDM may use the AF ID received from the NEF in step 2 to relate the received parameter with a particular subscribed DNN and/or S-NSSAI. The UDM stores the SMF-Associated parameters under corresponding Session Management Subscription data type.
	Each parameter or parameter set may be associated with a validity time. The validity time is stored at the UDM/UDR and in each of the NFs, to which parameters are provisioned (e.g. in AMF or SMF). Upon expiration of the validity time, each node deletes the parameters autonomously without explicit signalling.
5.	UDM responds the request with Nudm_ParameterProvision_Create/Update/Delete Response. If the procedure failed, the cause value indicates the reason.
6.	NEF responds the request with Nnef_ParameterProvision_Create/Update/Delete Response. If the procedure failed, the cause value indicates the reason.
7.	[Conditional this step occurs only after successful step 4] UDM notifies the subscribed Network Function (e.g., AMF) of the updated subscriber data via Nudm_SDM_Notification Notify message.
a)	If the NF is AMF, the UDM performs Nudm_SDM_Notification Nudm_SubscriberDataManagement (SDM)_Notification (SUPI, AMF-Associated parameters, etc.) service operation. The AMF identifies whether there are overlapping parameter set(s) and merges the parameter set(s), if necessary. The AMF uses the received AMF-Associated parameters to derive the appropriate UE configuration of the NAS parameters and to derive Core Network assisted RAN parameters. The AMF may determine a Registration area based on parameters Stationary indication or Expected UE Moving Trajectory.
b)	If the NF is SMF, the UDM performs Nudm_SDM_Notification Nudm_SubscriberDataManagement (SDM)_Notification (SUPI, SMF-Associated parameter set, DNN/S-NSSAI, etc.) service operation.
	The SMF stores the received SMF-Associated parameters and associates them with a PDU Session based on the DNN and S-NSSAI included in the message from UDM. The SMF identifies whether there are overlapping parameter set(s) and merges the parameter set(s), if necessary. The SMF may uses the SMF-Associated parameters as follows:
-	SMF configures the UPF accordingly. The SMF can use the Scheduled Communication Type parameter or Suggested Number of Downlink Packets parameter to configure the UPF with how many downlink packets to buffer. The SMF may use the parameter Communication duration time to determine to deactivate UP connection and to perform CN-initiated selective deactivation of UP connection of an existing PDU Session.
-	The SMF may derive SMF derived CN assisted RAN information for the PDU Session. The SMF provides the SMF derived CN assisted RAN information to the AMF as described in PDU Session establishment procedure or PDU Session modification procedure.
NOTE 2:	The NEF (in NOTE 1) or the UDM (in step 3) can also update the corresponding UDR data via Nudr_DM_Create/Delete as appropriate.

**** Next Change ****

[bookmark: _Toc11173536]4.15.6.3b	5G VN group data
The 5G VN group data is described in Table 4.15.6.3b-1.
Table 4.15.6.3b-1: Description of 5G VN group data
	Parameters
	Description

	DNN
	DNN for the 5G VN group

	S-NSSAI
	S-NSSAI to for the 5G VN group's communication session

	PDU Session Type
	PDU Session Types allowed for 5G VN group's communication session

	Application descriptor
	The may be multiple instances of this information; this information may be used to build URSP sent to 5G VN group members



Editor’s Note: Where Application descriptor is stored and how this impact on the URSP delivery procedure is FFS.
[bookmark: _GoBack]The information described in Table 4.15.6.3b-1 corresponds to 5G VN group data that an AF may provide together with External Group ID.

**** Next Change ****
[bookmark: _Toc11173537]4.15.6.3c	5G VN Group membership management parameters
5G VN group membership management parameters that an AF may provide are described in Table 4.15.6.3c-1.
Table 4.15.6.3b-1: Description of 5G VN Group membership management parameters
	Parameters
	Description

	List of GPSI
	List of 5G VN Group members, each member is identified by GPSI

	External Group ID
	A identifier for 5G VN group




**** Next Change ****
[bookmark: _Toc11173741][bookmark: _Toc5029511]5.2.3.1	General
The following table illustrates the UDM Services and Service Operations.
Table 5.2.3-1: NF services provided by UDM
	NF service
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Subscriber Data
	Get
	Request/Response
	AMF, SMF, SMSF

	Management
	Subscribe
	Subscribe/Notify
	AMF, SMF, SMSF

	(SDM)
	Unsubscribe
	Subscribe/Notify
	AMF, SMF, SMSF

	
	Notification
	Subscribe/Notify
	AMF, SMF, SMSF

	
	Info
	Request/Response
	AMF

	
	Update
	Request/Response
	NEF

	UE Context
	Registration 
	Request/Response
	AMF, SMF, SMSF

	Management
	DeregistrationNotification
	Subscribe/Notify
	AMF

	(UECM)
	Deregistration
	Request/Response
	AMF, SMF, SMSF

	
	Get
	Request/Response
	NEF, SMSF, GMLC

	
	Update
	Request/Response
	AMF, SMF

	
	PCscfRestoration
	Subscribe/Notify
	AMF, SMF

	UE
	Get
	Request/Response
	AUSF

	Authentication
	ResultConfirmation
	Request/Response
	AUSF

	EventExposure
	Subscribe
	Subscribe/Notify
	NEF (NOTE)

	
	Unsubscribe
	
	NEF (NOTE)

	
	Notify
	
	NEF (NOTE)

	Parameter Provision
	Update
	Request/Response
	NEF

	
	Create
	Request/Response
	NEF

	
	Delete
	Request/Response
	NEF

	NIDDAuthorisation
	Get
	Request/Response
	NEF

	
	UpdateNotify
	Subscribe/Notify
	NEF

	NOTE:	Other NFs are allowed to consume the service based on roaming agreement or operator policy.




**** Next Change ****


[bookmark: _Toc11173766]5.2.3.6	Nudm_ParameterProvision service
[bookmark: _Toc11173767]5.2.3.6.1	General
This service is for allowing NEF to provision of information which can be used for the UE in 5GS.
[bookmark: _Toc11173768]5.2.3.6.2	Nudm_ParameterProvision_Update service operation
Service operation name: Nudm_ParameterProvision_Update.
Description: The consumer updates the UE related information (e.g., Expected UE Behaviour, Network Configuration parameters) or 5G VN group related information (5G VN group data, 5G VN membership management).
Inputs (required): GPSI, AF ID, Transaction Reference ID(s).
Inputs (optional): GPSI, External Group ID, Aat least one of the Expected UE Behaviour parameters or at least one of the Network Configuration parameters or 5G VN group related information, Validity Time.
Outputs (required): Transaction Reference ID(s), Operation execution result indication.
Outputs (optional): Transaction specific parameters, if available.
[bookmark: _Toc11173769]5.2.3.6.3	Nudm_ParameterProvision_Create service operation
Service operation name: Nudm_ParameterProvision_Create
Description: The consumer creates a 5G VN group related information (e.g., 5G VN group data, 5G VN membership management)the UE related information (e.g., Expected UE Behaviour, Network Configuration parameters).
Inputs (required): GPSI, AF ID, Transaction Reference ID(s).
Inputs (optional): At least one of the Expected UE Behaviour parameters or at least one of the Network Configuration parameters, Validity Time.
Inputs (optional): GPSI, External Group ID, Ffor 5G VN group creation, External Group ID, 5G VN group group related informationconfiguration.
Outputs (required): Transaction Reference ID(s), Operation execution result indication.
Outputs (optional): Transaction specific parameters, if available; Internal Group ID if the inputs include a new 5G VN configuration.
[bookmark: _Toc11173770]5.2.3.6.4	Nudm_ParameterProvision_Delete service operation
Service operation name: Nudm_ParameterProvision_Delete
Description: The consumer deletes a 5G VN groupthe UE related information (e.g., Expected UE Behaviour, Network Configuration parameters).
Inputs (required): GPSI, AF ID, Transaction Reference ID(s).
Inputs (optional): GPSI, External Group ID, for 5G VN group deletion, External Group IDAt least one of the Expected UE Behaviour parameters or at least one of the Network Configuration parameters, Validity Time.
Outputs (required): Transaction Reference ID(s), Operation execution result indication.
Outputs (optional): None.

**** Next Change ****

[bookmark: _Toc11173819]5.2.6.1	General
The following table shows the NEF Services and Service Operations:
Table 5.2.6.1-1: NF Services provided by the NEF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnef_EventExposure
	Subscribe
	Subscribe/Notify
	AF, NWDAF

	
	Unsubscribe
	
	AF, NWDAF

	
	Notify
	
	AF, NWDAF

	Nnef_PFDManagement
	Fetch
	Request/Response
	SMF

	
	Subscribe
	Subscribe/Notify
	SMF

	
	Notify
	
	SMF

	
	Unsubscribe
	
	SMF

	
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ParameterProvision
	Update
	Request/Response
	AF

	
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_Trigger
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	Nnef_BDTPNegotiation
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	
	AF

	Nnef_TrafficInfluence
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ChargeableParty
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_AFsessionWithQoS
	Create
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_MSISDN-less_MO_SMS
	Notify
	Notify
	AF

	Nnef_ServiceParameter
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_APISupportCapability
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	Subscribe/Notify
	AF

	
	Notify
	Subscribe/Notify
	AF

	Nnef_NIDDConfiguration
	Create
	Request/Response
	AF

	
	TriggerNotify
	Subscribe/Notify
	AF

	
	UpdateNotify
	Subscribe/Notify
	AF

	
	Delete
	Request/Response
	AF

	Nnef_NIDD
	Delivery
	Request/Response
	AF, SMF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	Nnef_SMContext
	Create
	Request/Response
	SMF

	
	Delete
	Request/Response
	SMF

	
	DeleteNotify
	Subscribe/Notify
	SMF

	Nnef_AnalyticsExposure
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	
	Fetch
	Request/Response
	AF

	Nnef_NetworkStatus
	Request
	Subscribe/Notify
	AF

	
	Report
	Subscribe/Notify
	AF

	Nnef_UCMFProvisioning
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ECRestriction
	Get
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	Nnef_ApplyPolicy
	Create
	Request/Response
	AF



Editor's note:	Detailed description for Nnef_NetworkStatus service is FFS.

**** Next Change ****

[bookmark: _Toc11173834]5.2.6.4	Nnef_ParameterProvision service
[bookmark: _Toc11173835]5.2.6.4.1	General
This service is for allowing external party to provision of information which can be used for the UE in 5GS.
[bookmark: _Toc11173836]5.2.6.4.2	Nnef_ParameterProvision_Update service operation
Service operation name: Nnef_ParameterProvision_Update
Description: The consumer updates the UE related information (e.g., Expected UE Behaviour, Network Configuration parameters) or 5G VN Group related information (e.g., 5G VN group data, 5G VN membership management).
Inputs (required): GPSI, AF ID, Transaction Reference ID.
Inputs (optional): GPSI, External Group ID Aat least one of the Expected UE Behaviour parameters or at least one of the Network Configuration parameters or 5G VN related information, Validity Time.
Outputs (required): Operation execution result indication.
Outputs (optional): Transaction specific parameters, if available.
[bookmark: _Toc11173837]5.2.6.4.3	Nnef_ParameterProvision_Create service operation
Service operation name: Nnef_ParameterProvision_Create
Description: The consumer creates a 5G VN groupthe UE related information (e.g., Expected UE Behaviour, Network Configuration parameters).
Inputs (required): GPSI, AF ID, Transaction Reference ID.
Inputs (optional): At least one of the Expected UE Behaviour parameters or at least one of the Network Configuration parameters, Validity Time
Inputs (optional): GPSI, External Group ID, Ffor 5G VN group creation, External Group ID, 5G VN group Group related information (e.g., 5G VN group data, 5G VN membership management)configuration.
Outputs (required): Operation execution result indication.
Outputs (optional): Transaction specific parameters, if available.
[bookmark: _Toc11173838]5.2.6.4.4	Nnef_ParameterProvision_Delete service operation
Service operation name: Nnef_ParameterProvision_Delete
Description: The consumer deletes a 5G VN group the UE related information (e.g., Expected UE Behaviour, Network Configuration parameters).
Inputs (required): GPSI, AF ID, Transaction Reference ID.
Inputs (optional): External Group ID At least one of the Expected UE Behaviour parameters or at least one of the Network Configuration parameters.
Outputs (required): Operation execution result indication.
Outputs (optional): None.

**** End of Changes ****
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