SA WG2 Temporary Document

Page 1

SA WG2 Meeting #135
S2-1909511
14 - 18 October 2019, Split, Croatia 
(revision of S2-190xxxx)
Source:
CATT
Title:
New KI: Support of I-SMF Insertion and Reselection
Document for:
Approval
Agenda Item:
8.5
Work Item / Release:
FS_enh_EC / Rel-17
Abstract of the contribution: this contribution proposes to add a new key issue for I-SMF insertion and reselection.
Discussion
Edge Computing supports multiple application layer functionalities, which enables the application running on edge platform can act as an Application Function, and interact with the control plane via using the AF mechanisms (e.g. AF request). When an I-SMF is required to be inserted and reselected during UE interacts with application server, due to CN does not have the enough knowledge of application server, it is difficult to select optimal I-SMF. Therefore, it is considered to apply AF request to assist I-SMF insertion and reselection.
To support the I-SMF insertion and reselection based on AF request, the following aspects need to be studied, at least:
-
How to select the optimal I-SMF based on AF request?
-
What factors need to be considered for I-SMF insertion and reselection?
-
Which network entity decides the I-SMF of insertion or reselection?
Proposal
The key issue “Support of I-SMF Insertion and Reselection” is proposed to be studied. 
***** BEGIN 1st CHANGE *****
5.x
Key Issue x – Support of I-SMF Insertion and Reselection.
5.x.1
Description 
Edge Computing supports multiple application layer functionalities, which enables the application running on edge platform can act as an Application Function, and interact with the control plane via using the AF mechanisms (e.g. AF request). When an I-SMF is required to be inserted and reselected during UE interacts with application server, due to CN does not have the enough knowledge of application server, it is difficult to select optimal I-SMF. Therefore, it is considered to apply AF request to assist I-SMF insertion and reselection.
To support the I-SMF insertion and reselection based on AF request, the following aspects need to be studied, at least:
-
How to select the optimal I-SMF based on AF request?
-
What factors need to be considered for I-SMF insertion and reselection?
-
Which network entity decides the I-SMF of insertion or reselection?
***** End of CHANGE *****
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