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	Reason for change:
	Editor's note:
For PC5 Capability for V2X indication and V2X related information per PC5 RAT, coordination with RAN WGs is needed.  

The above EN can be removed because stage 3 groups have progressed normative work related to PC5 Capability for V2X indication and V2X related information per PC5 RAT as below:
C1-195049: Approved CR to TS 24.501
R3-194740: Endorsed baseline CR to TS 38.413

R3-194741: Endorsed baseline CR to TS 38.423


	
	

	Summary of change:
	Remove the EN in §6.5.8
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* * * * Start of 1st Change * * * * 

6.5.8
PC5 Capability for V2X indication and V2X related information per PC5 RAT
A UE may support multiple PC5 RATs (i.e. LTE PC5 and NR PC5). For such UE, the PC5 Capability for V2X indication and V2X related information can be per PC5 RAT as described in clause 6.5.2.

The cross-RAT PC5 control authorization indicates whether LTE Uu controls LTE and/or NR sidelink from the cellular network, and whether NR Uu controls LTE and/or NR sidelink from the cellular network.

NOTE:
Stage 3 will decide if an explicit cross-RAT PC5 control authorization IE is needed for the signalling over N2, or it can be indicated in an implicit manner.
* * * * End of Changes * * * *
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