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Discussion
The following key issue addresses Work Task 1/1.1 (shown below for reference)

	Work Task ID
	Work Task Title
	Work Task Description

	WT#1
	NWDAF architecture enhancement
	

	WT#1.1
	Multiple NWDAF Instances
	Study whether there is a need for architectural and functional changes for the support of multiple NWDAF Instances in one PLMN, including hierarchies, roles and inter-NWDAF instance cooperation. Study whether changes to existing interfaces or new interfaces between NWDAF instances or components are needed to be specified accordingly.




A PLMN network can support multiple instances of NWDAFs as currently specified in TS 23.288. However, it has not been specified how each of those NWDAFs interact. In addition, as a deployment option each NWDAF may have a different role in the network to ensure an efficient mechanism to collect data and provide analytics. For example, some NWDAFs may support only a specific set of Analytics output (e.g. only provide mobility analytics). 
It is proposed to study the above scenarios as part of this key issue. More specifically the following are proposed to be studied.
-	Study use cases and scenarios where deployment of multiple NWDAFs (or NWDAF instances) is beneficial.
-	Study whether multiple NWDAFs in a PLMN may have different or same roles
-	Study how multiple NWDAFs interact and what information is exchanged.
-	Study whether changes to existing interfaces or new interfaces between NWDAFs are needed.

Proposal
It is proposed to include the following Key Issue in the eNA TR.

********************************  START OF CHANGES **************************************

[bookmark: _Toc531774174]5.2.x	Key Issue #X: Support of multiple NWDAFs in a PLMN
[bookmark: _Toc531774175]5.2.x.1	Description
A PLMN network can support multiple instances of NWDAFs as currently specified in TS 23.288. However, it has not been specified how each of those NWDAFs interact. In addition, as a deployment option each NWDAF may have a different role in the network to ensure an efficient mechanism to collect data and provide analytics. For example, some NWDAFs may support only a specific set of Analytics output (e.g. only provide mobility analytics). 
[bookmark: _GoBack]
This key issue addresses the following:
-	Study use cases and scenarios where deployment of multiple NWDAFs (or NWDAF instances) is beneficial.
-	Study whether multiple NWDAFs in a PLMN may have different or same roles
-	Study how multiple NWDAFs interact and what information is exchanged.
-	Study whether changes to existing interfaces or new interfaces between NWDAFs are needed.
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