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[bookmark: _Toc517082226]* * * First change * * * *
[bookmark: _Toc5026193]5.7.1.2a	Alternative QoS Profile
The Alternative QoS Profile(s) can be optionally provided for a GBR QoS Flow with Notification control enabled. If the corresponding PCC rule contains the related information (as described in TS 23.503 [45]), the SMF shall provide, in addition to the QoS profile, the Alternative QoS Profile(s) to the NG-RAN. 
An Alternative QoS profile represents a combination of QoS parameters and has the same format as the QoS profile for that QoS Flow.
When the NG-RAN sends a notification to the SMF that the QoS profile cannot be guaranteed, the NG-RAN may include the reference to the Alternative QoS profile(s) (as specified in clause 5.7.2.4) to indicate the QoS that the NG-RAN can guarantee.
During handover, the prioritized list of Alternative QoS Profile(s) is provided to the target NG-RAN. Before rejecting a QoS Flow during admission control, the target NG-RAN shall check whether the values of the GFBR, the PDB and the PER parameters that the target NG-RAN can fulfil match any of the Alternative QoS Profile(s) in the indicated priority order. If there is a match, the target NG-RAN shall accept the QoS Flow and indicate the reference to the matching Alternative QoS Profile with the highest priority to the source NG-RAN. 
NOTE x:	The handover can continue with a target NG-RAN that does not accept the values in the QoS profile but only the values in one of the Alternative QoS Profiles.
If the handover continues, the target NG-RAN shall indicate to the SMF the reference to the Alternative QoS Profile it has accepted and which the NG-RAN currently fulfils. In addition, the target NG-RAN should try to fulfil the GFBR, the PDB and the PER of the QoS profile and when the target NG-RAN determines that this is possible (e.g. other GBR QoS Flows have been released or handed over), the target NG-RAN shall send a notification, informing the SMF that the GFBR can be guaranteed again (see clause 5.7.2.4). If the target NG-RAN determines that the GFBR, the PDB or the PER of the indicated Alternative QoS Profile are no longer fulfilled, NG-RAN shall send a notification towards SMF according to the principles described in clause 5.7.2.4.
* * * End of changes * * * *



