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Abstract of the contribution: This paper proposes some alternative terms for MBS service area.
1. Discussion
There is the following term in clause 3.1 (Terms).
MBS service area: The area within which data of one or multiple MBS session(s) are sent.
Editor's note:   Definition of MBS service area may be updated further according to 5MBS study.
After SA2#136, there was some discussion whether this term needs to be changed because "MBS service area" reads "Multicast/Broadcast Service service area".

We are fine to keep the current term because "MBMS service area" is used for EPS and GPRS although it reads "Multimedia Broadcast/Multicast Service service area".

Anyhow, if the group prefers to change the term, the following alternative terms can be considered.

1)
MBS area

2)
MBS target area

3)
MBS session area
4)
MBS transfer area
5)
MBS transmission area
6)
MBS distribution area
7)
MBS delivery area

8)
MBS data area
9)
MBS serving area

10)
MB service area
2. Proposal
If the group decides to change the term for "MBS service area", its corresponding changes are needed to the entire TR 23.757 including clause 3.1. 

These changes can be made in this pCR or by rapporteur when the approved pCRs are implemented after this meeting.
* * * * Start of Changes * * * * 

3.1
Terms
For the purposes of the present document, the terms given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Broadcast communication service: A communication service in which the same service and the same specific content data are provided simultaneously to all UEs in a geographical area (i.e., all UEs in the broadcast coverage area are authorized to receive the data).

Broadcast session: A session to deliver the broadcast communication service. A broadcast session is characterised by the content to send and the geographical area where to distribute it.
MBS service area: The area within which data of one or multiple MBS session(s) are sent.
Editor's note:
Definition of MBS service area may be updated further according to 5MBS study.

MBS session: A multicast session or a broadcast session.

Multicast communication service: A communication service in which the same service and the same specific content data are provided simultaneously to a dedicated set of UEs (i.e., not all UEs in the multicast coverage are authorized to receive the data).

NOTE:
The transport in the 5GC for broadacst and multicast services will be determined as part of this study. A multicast communication service could for instance use a lower layer unicast or multicast transfer in the 5GC and the access interfaces.

Multicast session: A session to deliver the multicast communication service. A multicast session is characterised by the content to send, by the list of UEs that may receive the service and optionally by a multicast area where to distribute it.

Receive Only Mode: A UE configuration option that allows a UE to receive only broadcast service without the need to access and register with the PLMN offering the MBS service. Use of Receive Only Mode does not require USIM for the UE.

Shared MBS Network: A network shared by multiple PLMNs that provides multicast or broadcast services. At least the northbound data entrance point in the 5GS is shared.
* * * * Start of Next Change * * * * 

5.1
Key Issue #1: MBS session management

5.1.1
Description

To transfer the service data flow of multicast and broadcast communication services, MBS sessions need to be established and maintained. This key issue will study the following aspects:

-
When and how to trigger the establishment of an MBS session?

-
Which network function(s) is/are responsible for establishing and maintaining the MBS session (including interaction between 5GC and 3rd party)?

-
Which information/parameters are used to establish an MBS session (e.g., session related IDs, QoS information, MBS service area, etc.)?

-
Which information/parameters can be updated for an established MBS session (e.g. QoS information, MBS service area, etc.)?

-
Which network function(s) is/are responsible for determining the MBS service area used for MBS sessions? How is the MBS service area determined (e.g. pre-defined, determined during an on-going MBS session, etc.)?
* * * * Start of Next Change * * * * 

5.6
Key Issue #6: Local MBS service

5.6.1
Description

For V2X, Public Safety and other service provided locally, there may be a multicast or broadcast communication services only available in a local service area (e.g., per cell, TA or other geographic metric) and for a specific time (e.g., during event hours, emergency situation, or operation hours).

In this situation, it is also expected that different application servers can be assigned to control the multicast or broadcast communication service(s) in each service area. UEs may need to be configured to receive information about available multicast or broadcast service in the area where they are residing.

Therefore, for supporting local multicast and broadcast communication services, the following aspects will be studied:

-
Whether additional specific functionality and information (e.g. geographical range for MBS service area) is required to provide local multicast and broadcast communication services in 5G system in a resource efficient manner, and if so, how.

-
How to support UEs if necessary, to discover and receive multicast and broadcast communication services which is available locally in 5G system in a resource efficient manner.

* * * * End of Changes * * * * 
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