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[bookmark: _Toc20204396][bookmark: _Toc19183843][bookmark: _Toc19183845]5.2.2	AMF Services
[bookmark: _Toc20204397]5.2.2.1	General
The following table shows the AMF Services and AMF Service Operations.
Table 5.2.2.1-1: List of AMF Services
	Service Name
	Service Operations
	Operation
Semantic
	Known Consumer(s)

	Namf_Communication
	UEContextTransfer
	Request/ Response
	Peer AMF

	
	CreateUEContext
	Request/ Response
	Peer AMF

	
	ReleaseUEContext
	Request/ Response
	Peer AMF

	
	RegistrationCompleteNotify
	Subscribe / Notify
	Peer AMF

	
	N1MessageNotify
	Subscribe / Notify
	SMF, SMSF, PCF, LMF, Peer AMF

	
	N1MessageSubscribe
	
	SMF, SMSF, PCF

	
	N1MessageUnSubscribe
	
	SMF, SMSF, PCF

	
	N1N2MessageTransfer
	Request/ Response
	SMF, SMSF, PCF, LMF

	
	N1N2TransferFailureNotification
	Subscribe / Notify
	SMF, SMSF, PCF, LMF

	
	NonUeN2MessageTransfer
	Request/Response
	CBCF, AMF, LMF

	
	NonUeN2InfoSubscribe
	Subscribe/Notify
	CBCF

	
	NonUeN2InfoNotify
	Subscribe/Notify
	CBCF, LMF

	
	N2InfoSubscribe
	Subscribe / Notify
	NOTE 1

	
	N2InfoUnSubscribe
	
	NOTE 1

	
	N2InfoNotify
	
	AMF, LMF

	
	EBIAssignment
	Request/Response
	SMF

	
	AMFStatusChangeSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeUnSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeNotify
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	Namf_EventExposure
	Subscribe
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF

	
	Unsubscribe
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF

	
	Notify
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF

	Namf_MT
	EnableUEReachability
	Request/Response
	SMSF

	
	ProvideDomainSelectionInfo
	Request/Response
	UDM

	Namf_Location
	ProvidePositioningInfo
	Request/Response
	GMLC

	
	EventNotify
	Subscribe / Notify
	GMLC

	
	ProvideLocationInfo
	Request/Response
	UDM

	
	CancelLocation
	Request/Response
	GMLC

	NOTE 1:	In this Release of the specification no known consumer is identified to use this service operation.



[bookmark: _Toc20204398]5.2.2.2	Namf_Communication service
[bookmark: _Toc20204399]5.2.2.2.1	General
Service description: This service enables an NF to communicate with the UE through N1 NAS messages or with the AN (both UE and non UE specific). The service operations defined below allow the NF to communicate with the UE and the AN. The following are the key functionalities of this NF service.
-	Provide service operations for transporting N1 messages to the UE;
-	Allow NFs to subscribe and unsubscribe for notifications of specific N1 messages from the UE;
-	Allow NFs to subscribe and unsubscribe for notifications about specific information from AN;
-	Provide service operations for initiating N2 messages towards the AN;
-	Security Context Management; and
-	UE information management and transfer (including its security context);



***** NEXT CHANGE *****

5.2.2.2.X	Namf_Communication_NonUeN2MessageTransfer service operation
See 3GPP TS 23.041 [XX] clause 9A.2.2.1.
When used by the LMF in Obtaining Non-UE Associated Network Assistance Data procedure (see clause 4.13.5.6) the request shall carry the N2 information to be transferred, the NG RAN node identifier to which the transfer needs to be initiated and the NF Instance Identifier of the NF Service Consumer (e.g. LMF).
When used in Configuration Transfer procedure (see clause 5.26 of 3GPP TS 23.501 [2]) the body shall contain the SON Configuration Transfer IE received from the source NG-RAN, the NG RAN node identifier of the destination of this configuration information, and the N2 information class "RAN".
5.2.2.2.Y	Namf_Communication_NonUeN2InfoSubscribe service operation
See 3GPP TS 23.041 [XX] clause 9A.2.2.2.
5.2.2.2.Z	Namf_Communication_NonUeN2InfoNotify service operation
[bookmark: _GoBack]See 3GPP TS 23.041 [XX] clause 9A.2.2.3.
When used by the LMF in Obtaining Non-UE Associated Network Assistance Data procedure (see clause 4.13.5.6) the N2 information contains a Network Positioning message.
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