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	Reason for change:
	PC5 QoS Flow Identifier is abbreviated as PFI, which is similar to PQI for PC5 5QI. The two similar abbreviations will be confusing.
In 3GPP TS 24.587 “Vehicle-to-Everything (V2X) services in 5G System (5GS); Protocol aspects; Stage 3”, PQFI is used for the abbreviation of PC5 QoS Flow Identifier. 
It is suggested to use abbreviation PQFI to align with TS 24.587 and to make it more clear.

	
	

	Summary of change:
	Change abbreviation ‘PFI’ to ‘PQFI’.

	
	

	Consequences if not approved:
	Confusing abbreviation exists.
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[bookmark: _Toc517082226]* * * First change * * * *
3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AF	Application Function
AS layer	Access Stratum layer
ITS	Intelligent Transport Systems
ITS-AID	ITS Application Identifier
PFIPQFI	PC5 QoS Flow Identifier
PQI	PC5 5QI
PSID	Provider Service Identifier
RSU	Road Side Unit
V2I	Vehicle-to-Infrastructure
V2N	Vehicle-to-Network
V2P	Vehicle-to-Pedestrian
V2V	Vehicle-to-Vehicle
V2X	Vehicle-to-Everything

* * * Second change * * * *
For Editor: Change all ‘PFI’ to ‘PQFI’ in the whole text.

* * * End of changes * * * *



