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Abstract of the contribution: This contribution proposes some clarification on how to select a QoS profile that complies with the QoS limitations reported by the SMF. It also clarifies that there may be a request for QoS from the AF.
Discussion

Solution#11 proposes a mechanism to detect a limitation in the latency of the communication between the UPF and the gNB, and then determine if the PDU session can be established or if a QoS flow can be created taking into account the latency.
The procedure to establish a QoS flow, is related to the procedure for the setting up an AF session with requested QoS is defined in 23.502 clause 4.15.6.6, it allows the AF to request resources for an application, the AF provides an identifier of the application and the service requirement that is mapped by the PCF to a QoS profile. If the AF can adapt to different QoS parameters combinations, then the AF provides a list of Alternative Service requirements. If the AF cannot adapt to different QoS parameter combinations, then the AF provides only the Service requirements that the Network needs to comply with, if the NW cannot comply with the service requirements, e.g. due to latency, the AF is notified that the QoS targets cannot be fulfilled, then the AF takes local actions, e.g. terminate the AF session. The procedure to enable the AF to request QoS is applicable for any Access Type, including satellite.
Observation 1: Consider the procedure to set up an AF session with requested QoS as part of Solution#11 “Backhaul QoS handling based on AMF and UPF information”.

It is also possible, that there is no procedure for an AF session with requested QoS, and then the PCF could have a list of QoS parameters that are applicable to a service, if the service can adjust to different QoS profile, this is assumed to be configured in the PCF. 
Observation 2: Consider that the PCF may be configured with a list of Alternative QoS profiles that meets the service requirements of a Service Data Flow and then if QoS limitation is reported by the SMF, the PCF selects an Alternative QoS profile that meets the service requirements, otherwise the PCC Rule is removed.
Proposal

The following updates are proposed to solution #11:

· Include the procedure for setting up an AF session with requested QoS.

· Update the procedure for PDU session establishment, when no AF session with requested QoS exists yet, to allow the PCF to be configured with a list of Alternative QoS profiles that are valid for a service that can adjust to different QoS profiles.
* * * * Begin of Change * * * *

6.11
Solution #11: Backhaul QoS handling based on AMF and UPF information
6.11.1
Description

This is a candidate for solution for Key Issue #5 – “QoS with satellite backhaul”. 
This solution is based on the following assumptions:

-
Satellite connectivity is used on some N3 and/or N9 interfaces resulting in limitations on the services and QoS that can be provided due to latency conditions on these interfaces;

-
The AMF may be/may become aware of the use of satellite category (e.g. GEO, MEO, LEO) applicable to the N3 connection between an AN node and the 5GC;

-
UPFs may be aware of latency limitations of N3 and/or N9 interfaces connected to AN nodes and/or upstream UPFs (i.e. interfaces connected to UPFs closer to the AN).

The solution is applicable to the following deployment scenarios (see also Figure 6.11.1-1, 6.11.1-2, 6.11.1-3, respectively):

1.
An AN node is connected to a single UPF via a single (type of) satellite connection; the UPF interface connected to the AN node may have a clear latency limitation;

2.
An AN node is connected to multiple UPFs and/or to a single UPF via multiple (type of) connections; some of the connections are satellite connections; for each of the UPFs, each interface connected to the AN node has a clear latency limitation (e.g. due to the fact that it is based on a satellite connection);

3.
A UPF is connected to multiple (downstream) UPFs and/or to a single (downstream) UPF via multiple (type of) connections; some of the connections are satellite connections; for each of the (downstream) UPFs, each interface connected to the upstream UPF has a clear latency limitation (e.g. due to the fact that it is based on a satellite connection).

NOTE: In case of multiple interfaces per UPF a single (worst case) QoS limitation or no QoS limitation is used per UPF. 
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Figure 6.11.1-1: Deployment scenario 1
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Figure 6.11.1-2: Deployment scenario 2
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Figure 6.11.1-3: Deployment scenario 3

For deployment scenario 1, the satellite category (GEO, MEO, LEO) of the connection between AN and 5GC may be determined by the AMF, e.g. by AMF configuration or via signalling between AN node and 5GC.

NOTE:
If and how to signal the satellite category is to be determined by RAN 3.

If available in the AMF, the satellite category is sent by the AMF to the SMF, and it may be sent to the PCF. It may then be used by the SMF and PCF as shown below:

-
The SMF may check the consistency of the DNN/S-NSSAI and the satellite category information provided by the AMF. Based on this check, the SMF may reject the PDU Session Establishment request (e.g. due to the fact that the DNN/S-NSSAI is only used for some specific low latency service). The SMF may also take the satellite category information into account for QoS parameter decisions.
-
The PCF may take the satellite category information provided by the SMF into account for policy control, e.g. to decide whether a request from AF is acceptable or not. It may also be used to adjust the PCC information provided to the SMF or to request the SMF to release the PDU Session.

For all applicable deployment scenarios, some or all of the selectable UPFs may have a QoS limitation (i.e. latency limitation) for one or more of its interfaces. For instance, a UPF may have a satellite connection to a gNB attached to its N3 interface, this connection could have a QoS limitation with respect to latency, i.e. the connection will have a minimum latency largely determined by the latency caused by the satellite connection. The awareness of the UPF may be pre-provisioned, or it may be dynamically determined, e.g. by monitoring the QoS properties of a connection. QoS limitations can sometimes change dynamically, e.g. because of fading of satellite connections. The dynamic determination of QoS limitations is left for implementation.

If available in a UPF, the QoS limitation of its interfaces are provided to the SMF via the N4 interface. The QoS limitation can be used by the SMF and PCF as shown below:

-
The SMF can use the QoS limitation of UPFs for the selection of UPFs, and after selection of one or more UPFs, the information can be used to adapt (if necessary) the initial choice of QoS Profile to be sent to the AN.
-
After UPF selection, the SMF can inform the PCF via an SM Policy Association Modification procedure about the inability to apply the provided PCC. The PCF can use this information (possibly after informing/consulting an AF or based on the service characteristics provided by the AF when requesting QoS over N5) to adjust the QoS parameters in the PCC rule provided to the SMF or to request the SMF to release the PDU Session.
6.11.2
Procedures
6.11.2.1
Procedures of detecting backhaul related information

A UPF can inform an SMF about the QoS limitation (minimum latency) of connections attached to its interfaces via the N4 Node Level Procedures as described in TS 23.502 [3], clause 4.4.3. The QoS limitation will indicate the minimum latency (to its other end-point) that is supported for a given interface. For instance the N4 Association Setup Procedure can be used: the information from the UPF can be provided in the N4 Association Setup Response (see figure 6.11.2.1-1).
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Figure 6.11.2.1-1: N4 association setup procedure

After an association the UPF can provide update to QoS limitations via the UPF initiated N4 Association Update Procedure in the N4 Association Update Request (see figure 6.11.2.1-2).
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Figure 6.11.2.1-2: UPF initiated N4 association update procedure
6.11.2.2
Procedures of detecting backhaul related information via N2 interface

If an AN node establishes a TNL association with the AMF via satellite backhaul, it includes the satellite backhaul related information in the AMF CONFIGURATION UPDATE ACKNOWLEDGE message sent to the AMF.
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Figure 6.11.2.2-1: AMF CONFIGURATION UPDATE procedure
6.11.2.3
Procedures of utilizing backhaul related information during the PDU session establishment procedure

During the PDU Session Establishment Procedure, SMF uses the satellite category (if received from the AMF) to determine whether the PDU session establishment request can be accepted, and may provide the satellite category to the PCF for appropriate policy decision. The SMF can also use the information on QoS limitations of UPFs for UPF selection. QoS limitation is expressed as minimum latency and it is related to the QoS characteristic PDB (Packet Delay Budget). 
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6.11.2.3-1 The PDU session establishment procedure with support of satellite backhaul

The enhancements to the PDU Session Establishment procedure of TS 23.502, clause 4.3.2.2 that constitute the solution described here are as follows.

1.
After reception of the UE to AMF NAS message, the AMF may determine whether the UE is accessing the network via satellite backhaul. If yes, the AMF shall determine the satellite category (GEO, MEO, LEO).

NOTE: 
The AMF determines the satellite category either by configuration, or by signalling over the N2 interface during NG-AP Setup. If and how to signal the satellite category to the AMF is determined by RAN3.

3.
If available, the AMF sends the satellite category to the SMF. The SMF may check the consistency of the DNN/S-NSSAI and the satellite category information provided by the AMF. Based on this check, the SMF may decide to reject the PDU Session Establishment request (e.g. due to the fact that the DNN/S-NSSAI is only used for some specific low latency service). 
5.
Based on the decision described in step 3 above, the SMF may reject the PDU Session Establishment request.

7b.
If the SMF performs an SM Policy Association Establishment procedure, then the SMF may send the satellite category to the PCF. The satellite category shall be indicated in the new (optional) input Backhaul Type in the Npcf_SMPolicyControl_Create operation sent to the PCF. The PCF may take the satellite category information into account when generating the PCC rules (to be provided to the SMF) and may make other policy decisions, e.g. it may also request the SMF to reject the PDU Session Establishment request.

8.
If PCC rules have been received or are available, then the SMF may take these rules and information on QoS limitations (if available) of the candidate UPFs into account as input for the UPF selection process.

9.
Based on the QoS limitations of the selected UPF(s), if the SMF determines it cannot comply to the PCC rules received from the PCF, the SMF may initiate an SM Policy Association Modification procedure to notify the PCF of the QoS limitation according to a Policy Control Request Trigger. The Policy Control Request Trigger shall indicate ‘Requested PDB cannot be fulfilled’. The PCF may make policy decision based on the QoS limitation and provides updated policies to the SMF. The PCF policy decision can be either i) provide PCC Rules with updated  5QI with changed 5G QoS characteristics PDB in case the Application can adjust to different QoS profiles, or ii) remove the PCC Rules in case the Application cannot adjust to different QoS profile, the removal of PCC Rules may lead to termination of the PDU session in the SMF.. The mapping of possible QoS profiles suitable for an Application is defined in the PCF using operator defined policies.
11.
The SMF generates QoS parameters based on the PCC rules. The SMF provides the QoS parameters to the AN node and the UE.

6.11.2.4
Procedures of utilizing backhaul information during the PDU session modification procedure

Dynamically changed QoS limitations can also be used as a trigger for the UPF to let the SMF initiate a PDU Session Modification Procedure (see the new information flows 1f and 1g). During PDU Session Modification procedure, the SMF uses the information on QoS limitations of UPFs to adapt the UE requested QoS in step 1a in figure 6.1111.2.4-1.

When PCF is deployed during PDU Session Modification the SMF informs the PCF about QoS limitations in a similar way as during PDU Session Establishment.
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6.11.2.4-1 The PDU Session Modification procedure triggered by the changed QoS limitation
1f.
(UPF initiated modification) The UPF initiates the PDU Session Modification procedure by the transmission of an N4 Association Update Request (QoS limitations list).

1g.
In case of UPF initiated modification, the SMF shall respond to the UPF with an N4 Association Update Response.
2.
The SMF reports the QoS limitations to the PCF, if the Policy Control Request Trigger ‘Requested PDB cannot be fulfilled’ is set. The PCF may make policy decision based on the QoS limitation and provides updated policies to the SMF as described in clause 6.11.2.3. 
3b.
For SMF requested modification or UPF initiated modification, the SMF invokes Namf_Communication_N1N2MessageTransfer (N2 SM information (PDU Session ID, QFI(s), QoS Profile(s), Session-AMBR), N1 SM container (PDU Session Modification Command (PDU Session ID, QoS rule(s), QoS Flow level QoS parameters if needed for the QoS Flow(s) associated with the QoS rule(s), QoS rule operation and QoS Flow level QoS parameters operation, Session-AMBR))).

If the UE is in CM-IDLE state and an ATC is activated, the AMF updates and stores the UE context based on the Namf_Communication_N1N2MessageTransfer and steps 4, 5, 6 and 7 are skipped. When the UE is reachable e.g. when the UE enters CM-CONNECTED state, the AMF forwards the N1 message to synchronize the UE context with the UE.
6.11.2.x
Setting up an AF session with required QoS procedure
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Figure 6.11.2.x- Setting up an AF session with required QoS procedure

Steps 1 to 8 in clause TS 23.502 applies, this allows the AF to request QoS for an AF session and then if the AF session can adjust to different QoS parameters combination, the AF provide a list of Alternative QoS requirements, and a subscription to notification when QoS targets can no longer (or can again) be fulfilled.
6.11.3
Impacts on existing nodes and functionality
The solution has impact on:

-
AMF

-
Determine the backhaul related information (i.e. satellite category);

-
Provides the satellite category to the SMF during PDU Session Establishment procedure.

-
SMF:

-
Checks the consistency of the DNN/S-NSSAI and the satellite category to decide whether to proceed with the PDU Session Establishment procedure;

-
Provides the satellite category to PCF for QoS related policy decision; 
-
Collects information on QoS limitations from UPFs;

-
Chooses UPFs based on QoS limitations; 
-
Provides Policy Control Request Trigger information on PDB to PCF;

-
PCF:

-
Takes the backhaul information (satellite category and QoS limitation) into account  to decide the PCC Rules and the PDU Session policy control information provided to the SMF. 
-
For the scenario where no AF session requesting QoS is defined, then the PCF needs to be enhanced to select a QoS profile that matches the service requirements, this is based on operator policies in the PCF, the selection of the QoS profile uses   the Policy Control Request Trigger information received from the SMF on QoS limitations on supported PDB. 
-
UPF: 
-
Detects and reports QoS limitations of connections attached to its interfaces;

6.11.4
Solution evaluation

The benefits of the solution are:

-
The SMF can decide whether the S-NSSAI and DNN requested by UE can be supported by satellite backhaul;

-
The SMF can select an appropriate UPF for the PDU session to be established based on the QoS limitations of the UPF;

-
PCF can make appropriate policy decision based on the satellite category or QoS limitations;
-
Flexible deployment is supported on user plane:

-
An AN node can have a terrestrial backhaul, one or more satellite backhauls, or a combination of both.

-
The backhaul type on the control plane is independent with that on the user plane, e.g. the control plane may use a traditional (low-latency) backhaul connection whereas the user plane may use the satellite (high-latency) backhaul connection
The drawbacks of the solution are:

-
The protocol over the N4, N7 and N11 interface needs to be extended;.

-
Additional functionalities in the AMF, UPF, PCF and SMF are required.
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