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Abstract of the contribution: This contribution proposes a new solution for direct discovery.
Discussion
This contribution provides a solution supporting the discovery procedure based on 5GC architecture, including authorization and provision, announcing and monitoring procedure, and general protocol stack for discovery.
Proposal

It is proposed to include the following solution in TR 23.752.
* * * Start of change * * * 
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6.X
Solution for Key Issue #X: <Solution Title>
6.X.1
Description
This solution provide the discovery procedure based on 5GC architecture, including authorization and provision, announcing and monitoring procedure, and protocol for discovery as detailed in 6.x.2.
In EPS, there are two types of ProSe Direct Discovery: open and restricted. Open is the case where there is no explicit permission that is needed from the UE being discovered, whereas restricted discovery only takes place with explicit permission from the UE that is being discovered. In this solution, only restricted type is proposed.

Besides, there are two models for ProSe Direct Discovery exists in EPS: Mode A and Mode B. These two models are re-proposed in the this solution as the same mechanism in EPS. And the definition for Mode A and Mode B is as defined in clause 5.3.1.2 of TS 23.303.
6.X.2
Procedures

Editor's Note: This clause describes services and related procedures for the solution.
6.X.2.1 Authorization and provision
1.  Authorization and provision to the UE
For the direct discovery authorization and provision to the UE, it is expected the AF can provide the groups and/or service information to the PCF via NEF and the PCF provides the authorization to the UE according to the received information from the AF. The authorization and provision procedure in clause 5.1 of TS23.287 is reused to providing at least the following configurations
1) In the AF request sent to the PCF contains the information as below,

-  The service information to be direct discovered over PC5 interface. The service information can contain, e.g, Application identifier, 

-  The group information (e.g. the external group identifier) to be direct discovered over PC5 interface. 

-  The information can per announcing and monitoring direction for Mode A or per discoverer UE and discoveree UE for Mode B
2) In the provision to the UE from PCF, the following information contained,
-  The service information to be direct discovered over PC5 interface. The service information can contain, e.g, Application identifier, 

-  The group information (e.g. the external group identifier) to be direct discovered over PC5 interface.

-  The Uu RAT information to be camped for direct discovery over PC5 interface. For example, network only authorise the UE to sending or monitoring direct discovery message when the UE camps on NR-RAN.

-  The area information used for direct discovery over PC5 interface, e.g. TA list.

2. Authorization and provision to NG-RAN

If the AMF determines the UE is authorised to direct discovery based on the authorised Uu RAT information and the authorised area information, the AMF provides the UE is authorized to use direct discovery over PC5 interface to corresponding NG-RAN.

6.x.2.2  Procedure for announcing and monitoring discovery message
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1. Discovery authorization and provision for Monitoring UE/Discoverer UE as defined in clause 5.1 of TS 23.287
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1. The UE obtains the authorization and provision for announcing discovery and/or for monitoring/ solicitation discovery as defined in clause 5.1 of TS23.287. The authorized parameters are shown in 6.X.2.1.
2a. When the announcing UE is triggered by an upper layer application to announce availability for associated groups and/or for associated applications, if the UE is authorised to perform the announcing UE procedure for the associated groups and/or the associated applications in step 1, then the UE shall generate a PC5 direct discovery message for announcement and includes the following information in this message.

1)
ProSe UE ID e.g. Layer 2 ID;

2)
The group ID(s) provided by the application layer.

3)
The application ID(s) provided the application layer.

When the monitoring UE is triggered by an upper layer application or by the user to monitor proximity of other UEs for the associated group(s) and/or associated applications, and if the UE is authorised to perform the monitoring procedure for the group(s) and/or applications, then the UE monitors the discovery message.
2b. When the discoverer UE is triggered by an upper layer application or by the user to discover other UEs for the associated group(s) and/or associated applications, and if the UE is authorised to perform the discovery solicitation procedure for the group(s) and/or applications in step1, then the UE sends solicitation message.
If the discoveree UE is authorised to respond the discovery solicitation in step 1, then responds the discovery message..
6.x.2.3  General protocol stack for direct discovery

The general protocol stack can be illustrated as the fowling figure, and the PC5 direct discovery message is generated in ProSe layer.
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6.X.3
Impacts on Existing Nodes and Functionality
Editor's Note: This clause captures impacts on existing 3GPP nodes and functional elements.
* * * End of changes * * * 
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