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Abstract of the contribution: This contribution proposes a solution for the key issue#5: Support of Broadcast TV Video and Radio communication services
1. Proposal

It is proposed to adopt the following in TR 23.757.
* * * First Change* * * *
6.X
Solution #X: Receive only mode UE with no PLMN broadcast subscription
6.X.1
Key Issue mapping
Editor's note:
This clause lists the key issue(s) addressed by this solution.

This solution address the Key issue #5 "Support of Broadcast TV Video and Radio communication services ".
6.X.2
Functional description

In EPS eMBMS, the UE may be configured to operate in the Received only mode (ROM). In the 5G MBMS, the similar solution is applied.

A UE is configured as Receive Only Mode can receive only Broadcast communication service over NG-RAN without the need to access and register with the PLMN offering the Broadcast communication service, i.e. the UE shall refrain from any Mobility Management or other signalling with the network offering Broadcast communication service. The solution has the following characteristics:

-
No PLMN credentials/subscription are required.

-
Without PLMN credentials/subscription, the UE can only access Broadcast communication service without subscription.

NOTE:
It is possible though that there is content protection handled at application layer. In that case security is provided at application layer, and keys, etc. are provisioned out of band. This provisioning is out of scope of 3GPP.
-
For Receive Only Mode, there is no need for the UE to support uplink.

-
Use of Receive Only Mode does not require USIM for the UE

-
The UE uses the acquired system information to receive Broadcast communication service.

The UE is preconfigured with all the necessary information for the UE to acquire the system information and receive Broadcast communication service. This information includes:

-
PLMN ID(s) that provide the Broadcast communication service.

-
RAN specific information.
NOTE:
It is up to 3GPP RAN WGs to define RAN specific information.

Editor's note:
Whether the TMGI and USD are required or not is FFS.
A UE may be configured as Receive Only Mode with independent unicast using 5GS PDU session. This configuration option allows a UE to operate as Receive Only Mode (as defined above) for Broadcast communication service, and independently follows regular 5GS NAS/RRC procedures for unicast service with a PLMN. This mode of operation requires USIM and PLMN subscription to receive unicast service.

Figure 6.X.2-1 shows the components of a UE in Receive Only Mode and in Receive Only Mode with independent unicast.
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Figure 6.X.2-1: UE in Receive Only Mode and Receive Only Mode with independent unicast

The unicast component is active only in Receive Only Mode with independent unicast. The unicast component follows regular 5G NAS/RRC procedures in order to receive unicast service.

6.X.3
Procedures

Editor's note: This clause describes high-level procedures and information flows for the solution.
6.X.4
Impacts Analysis

Editor's note: This clause describes impacts to existing entities and interfaces.

* * * End of Changes* * * *
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