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Attachments:
CR#0048 vs. TS 23.287
1. Overall Description:

SA2 thank CT1 for their questions on eV2XARC.
(1)
CT1 have checked the stage 2 work in TS 23.287 clause 6.2.4 on Procedure for UE triggered V2X Policy provisioning. In that procedure, a validity timer is defined but CT1 fail to find how this validity timer is provided/provision to the UE, and therefore:

CT1 wonder whether the validity timer would be provided by V2X policy provisioning or by any other means (e.g., CT1 can define a validity timer which is started in the UE locally as soon as V2X policy).

SA2 agreed that the validity timer is provided by V2X policy provisioning.
(2)
CT1 have checked the stage 2 work in TS 23.287 clause 6.3.3.1 on Layer-2 link establishment over PC5 reference point. 

(2a)
In that procedure, in step 3 a Direct Communication Request message is created to initiate the unicast layer-2 link establishment procedure. That message includes an indication of whether IP communication is used. If IP communication is used, CT1 understand that IP address configuration is included. For the case the case of non-IP type of communication, IP address configuration is obviously not included, and therefore:

CT1 wonder whether SA2 could consider to remove the indication of whether IP communication is used as it is always implicitly provided by the inclusion or absent of the IP address configuration information in the message.
SA2 agreed that the inclusion or absence of the IP address configuration information is used to indicate whether IP communication is used or not. Therefore, "Indication whether IP communication is used." is not needed.
(2b)
For the case of communication between V2X devices:

CT1 wonder whether non-IP address is provided by 3GPP NAS signalling or exchanged at application layer.
SA2's assumption is that the non-IP address (if existing) for non-IP communication over PC5 reference point is exchanged at application layer. Therefore, "Non-IP Address Configuration" is not needed and does not have to be exchanged during the Layer-2 link establishment procedure.
2. Actions:

To CT1 group.

ACTION: 
SA2 ask CT1 to take the above answers into account.
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