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	Reason for change:
	Based on the TS 23.502, in the registration procedure, the AMF selects a V-PCF and an H-PCF for roaming scenario, quote from subclause 4.2.2.2.2:

15.	If the AMF decides to initiate PCF communication, the AMF acts as follows.
	If the new AMF decides to use the (V-)PCF identified by the (V-)PCF ID included in UE context from the old AMF in step 5, the AMF contacts the (V-)PCF identified by the (V-)PCF ID to obtain policy. If the AMF decides to perform PCF discovery and selection and the AMF selects a (V)-PCF and may select an H-PCF (for roaming scenario) as described in TS 23.501 [2], clause 6.3.7.1 and according to the V-NRF to H-NRF interaction described in clause 4.3.2.2.3.3.
The AMF may consider the factor S-NSSAI at PCF discovery and selection for Access and Mobility policies and UE policies.
For roaming scenario, the S-NSSAI may be different in V-PLMN and H-PLMN. It should be clarified that the AMF may use mapped HPLMN S-NSSAI values to select the H-PCF. It is similar in the local breakout scenario for the SMF to select the H-PCF.
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc20150228]6.3.7.1	PCF discovery and selection for a UE or a PDU Session
PCF discovery and selection functionality is implemented in AMF, SMF and SCP, and follows the principles in clause 6.3.1. The AMF uses the PCF services for a UE and the SMF uses the PCF services for a PDU Session.
When the NF service consumer performs discovery and selection for a UE, the following applies:
-	The AMF may utilize the NRF to discover the candidate PCF instance(s) for a UE. In addition, PCF information may also be locally configured in the AMF. The AMF selects a PCF instance based on the available PCF instances obtained from the NRF or locally configured information in the AMF, depending on operator's policies.
In the non roaming case, the AMF selects a PCF instance for AM policy association and selects the same PCF instance for UE policy association. In the roaming case, the AMF selects a V-PCF instance for AM policy association and selects the same V-PCF instance for UE policy association. The following factors may be considered at PCF discovery and selection for Access and Mobility policies and UE policies:
-	SUPI; the AMF selects a PCF instance based on the SUPI range the UE's SUPI belongs to or based on the results of a discovery procedure with NRF using the UE's SUPI as input for PCF discovery.
-	S-NSSAI(s). In the roaming case, the AMF selects the V-PCF instance based on the S-NSSAI(s) of the VPLMN and selects the H-PCF instance based on the S-NSSAI(s) of the HPLMN. 
-	PCF Set ID.
-	PCF Group ID of the UE's SUPI.
NOTE 1:	The AMF can infer the PCF Group ID the UE's SUPI belongs to, based on the results of PCF discovery procedures with NRF. The AMF provides the PCF Group ID the SUPI belongs to to other PCF NF consumers as described in TS 23.502 [3].
When the NF service consumer performs discovery and selection for a PDU Session, the following applies:
-	The SMF may utilize the NRF to discover the candidate PCF instance(s) for a PDU Session. In addition, PCF information may also be locally configured in the SMF. The SMF selects a PCF instance based on the available PCF instances obtained from the NRF or locally configured information in the SMF, depending on operator's policies.
	The following factors may be considered at PCF discovery and selection for a PDU session:
-	Local operator policies.
-	Selected Data Network Name (DNN).
-	S-NSSAI of the PDU Session. In the LBO roaming case, the SMF selects the PCF instance based on the S-NSSAI of the VPLMN. In the home routed roaming case, the H-SMF selects the H-PCF instance based on the S-NSSAI of the HPLMN.
-	SUPI; the SMF selects a PCF instance based on the SUPI range the UE's SUPI belongs to or based on the results of a discovery procedure with NRF using the UE's SUPI as input for PCF discovery.
-	PCF selected by the AMF for the UE.
-	MA PDU Session capability of the PCF, for an MA PDU session.
-	The PCF Group ID provided by the AMF to the SMF.
-	PCF Set ID.
In the case of delegated discovery and selection in SCP, the SMF shall include the available factors in the first request.
* * * * End of changes * * * *

