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	Reason for change:
	RAN2 indicated that RAN2 considers it useful for RAN to know whether a connected UE requires getting the 5G internal system clock (R2-1914213). The motivation is that RAN does not need to transmit the reference timing information, if there is no UEs requiring such information.
As proposed in S2-1911360, NG-RAN can be informed about the need for delivery of reference time information using existing N2-SM signaling (S-NSSAI).

	
	

	Summary of change:
	Add a Note into 5.27.1.2.1 stating "gNBs can determine whether to provide 5G system time reference information to UEs based on local configuration and the S-NSSAIs of PDU sessions of UEs being served by the gNB."

	
	 

	Consequences if not approved:
	Unclear support of determining whether to provide 5G system time reference information to UEs by NG-RAN.
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	Other comments:
	


FIRST CHANGE
5.27.1.2.1
Distribution of 5G internal system clock

The 5G internal system clock shall be made available to all user plane nodes in the 5G system. The UPF and NW-TT may get the 5G internal system clock via the underlying PTP compatible transport network with mechanisms outside the scope of 3GPP. The 5G internal system clock shall be made available to UE with signaling of time information related to absolute timing of radio frames as described in TS 38.331 [28]. The 5G internal system clock shall be made available to DS-TT by the UE.
NOTE:
gNBs can determine whether to provide 5G system time reference information to UEs based on local configuration and the S-NSSAIs of PDU sessions of UEs being served by the gNB.
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