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	Reason for change:
	In §5.8.2, there are two ENs as below.

Editor's note:
When the UE operates in network controlled mode for NR PC5 communication and moves from 5GS to EPS, whether UE is still able to use network controlled mode for NR PC5 communication will be further updated based on RAN's conclusion.

Editor's note:
When the UE operates in network controlled mode for LTE PC5 communication and moves from EPS to 5GS, whether UE is still able to use network controlled mode for LTE PC5 communication will be further updated based on RAN's conclusion.

The first EN can be removed because RAN WGs decided to define network controlled mode for NR PC5 by eNB.
The second EN can be also removed because RAN WGs decided to define network controlled mode for LTE PC5 by gNB as well as ng-eNB.


	
	

	Summary of change:
	In §5.8.2, remove the ENs above while adding description.
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* * * * Start of 1st Change * * * * 

5.8.2
PC5 Operation

PC5 communication can be supported with proper UE configurations by taking into account e.g. regional regulations, deployments, and UE support for LTE PC5 and/or NR PC5 RATs.
When the UE operates in network scheduled operation mode for NR PC5 communication and moves from 5GS to EPS, the UE is still able to use network scheduled operation mode for NR PC5 communication based on e.g. deployments, and network support for network scheduled operation mode for NR PC5 communication.

When the UE operates in network scheduled operation mode for LTE PC5 communication and moves from EPS to 5GS, the UE is still able to use network scheduled operation mode for LTE PC5 communication based on e.g. deployments, and network support for network scheduled operation mode for LTE PC5 communication.
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