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FIRST CHANGE
[bookmark: _Toc20204397]5.2.2.1	General
The following table shows the AMF Services and AMF Service Operations.
Table 5.2.2.1-1: List of AMF Services
	Service Name
	Service Operations
	Operation
Semantic
	Known Consumer(s)

	Namf_Communication
	UEContextTransfer
	Request/ Response
	Peer AMF

	
	CreateUEContext
	Request/ Response
	Peer AMF

	
	ReleaseUEContext
	Request/ Response
	Peer AMF

	
	RegistrationCompleteNotify
	Subscribe / Notify
	Peer AMF

	
	N1MessageNotify
	Subscribe / Notify
	SMF, SMSF, PCF, LMF, Peer AMF

	
	N1MessageSubscribe
	
	SMF, SMSF, PCF

	
	N1MessageUnSubscribe
	
	SMF, SMSF, PCF

	
	N1N2MessageTransfer
	Request/ Response
	SMF, SMSF, PCF, LMF

	
	NonUeN2MessageTransfer
	Request/Response
	LMF, AMF

	
	N1N2TransferFailureNotification
	Subscribe / Notify
	SMF, SMSF, PCF, LMF

	
	N2InfoSubscribe
	Subscribe / Notify
	NOTE 1

	
	N2InfoUnSubscribe
	
	NOTE 1

	
	N2InfoNotify
	
	AMF, LMF

	
	EBIAssignment
	Request/Response
	SMF

	
	AMFStatusChangeSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeUnSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeNotify
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	Namf_EventExposure
	Subscribe
	Subscribe / Notify
	NEF, SMF, UDM

	
	Unsubscribe
	Subscribe / Notify
	NEF, SMF, UDM

	
	Notify
	Subscribe / Notify
	NEF, SMF, UDM

	Namf_MT
	EnableUEReachability
	Request/Response
	SMSF

	
	ProvideDomainSelectionInfo
	Request/Response
	UDM

	Namf_Location
	ProvidePositioningInfo
	Request/Response
	GMLC

	
	EventNotify
	Subscribe / Notify
	GMLC

	
	ProvideLocationInfo
	Request/Response
	UDM

	
	CancelLocation
	Request/Response
	GMLC

	NOTE 1:	In this Release of the specification no known consumer is identified to use this service operation.


[bookmark: _Toc11173714]5.2.2.2.17	Namf_Communication_NonUeN2MessageTransfer service operation
Service operation name: Namf_Communication_NonUeN2MessageTransfer.
Description: CN NF request to transfer downlink N2 message to the AN through the AMF. The N2 message does not correlate to any UE.
Input, Required: CN NF ID, N2 Message Container
Input, Optional: none.
Output, Required: Result indication.
Output, Optional: Redirection information, Estimated Maximum wait time.
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