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	Reason for change:
	In the SA2#135 meeting, one controversial issue is who perform the time translation between TSN clock and 5GS clock.
According to the discussion paper S2-1911909, this CR propose the TSN AF perform the time convertion.

	
	

	Summary of change:
	TSN AF perform the time convertion between TSN clock and 5GS clock.

	
	

	Consequences if not approved:
	It is not clear who perform the time translation between TSN clock and 5GS clock.
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[bookmark: _Toc493487903]FIRST CHANGE

[bookmark: _Toc20150068]5.27.X	Time conversion between TSN clock and 5GS clock
The 5GS shall convert the TSN clock to 5GS clock in the control plane signalling, or vice versa.
During the PDU session establishment for the TSN communication, the TSN AF shall covert the per port pair delay in 5GS clock to TSN clock and register to CNC/TSN network.
After the TSN AF receives the configuration from CNC for TSN traffic, the TSN AF shall convert the ingress port arrive time and Periodicity from TSN clock to 5GS clock which is further used for TSCAI calculation.
Editor's note:	Whether TSN AF or SMF perform the conversion is FFS.
[bookmark: _GoBack]Editor's note:	If the TSN AF performs the conversion, whether TSN AF is synchronized with 5G GM clock and TSN GM clock directly is FFS.
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