

	
SA WG2 Meeting #S2-137E  	S2-2002074
24 - 27 February, 2020, Elbonia	
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	23.501
	CR
	2172
	rev
	-
	Current version:
	16.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	UPF selection based on traffic classes and VLAN

	
	

	Source to WG:
	CATT

	Source to TSG:
	SA2

	
	

	Work item code:
	Vertical_LAN
	
	Date:
	2020-02-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
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[bookmark: _Toc517082226]* * * * 1st change * * * *
[bookmark: _GoBack]5.8.2.11.10	Port Management Information Container
The following table describes the Port Management Information Container (PMIC) that includes information exchanged transparently via 5GS between TSN AF and NW-TT for TSC PDU Sessions.
Table 5.8.2.11.10-1: Port Management Information Container
	Attribute
	Description
	Comment

	Port Management Information as in Table 5.28.3.1-1
	Information exchanged transparently between NW-TT and TSN AF via 5GS
	



* * * * End of changes * * * *
