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*************** First changes ***************
[bookmark: _Toc19107083][bookmark: _Toc27840844][bookmark: _Toc36127986]4.5.1.1	Total Maximum Bit Rates
For wireline access networks (W-5GAN) that do not provide dynamic resource reservation, the GBR QoS flows cannot be catered for independently of non-GBR flows. In such W-5GANs, the aggregate bitrate need to reflect both GBR and non-GBR flows instead. These reflect the characteristics of the wireline access provided for the 5G-RG or FN-RG.
Each RG is may be associated with the following aggregate rate limit QoS parameter:
-	per RG Total Maximum Bit Rate (RG-TMBR).
The RG-TMBR limits the aggregate bit rate that can be expected to be provided across all GBR and Non-GBR QoS Flows of a RG. The RG-TMBR is a parameter that may be provided to the W-5GAN by the AMF based on the value of the Subscribed RG-TMBR retrieved from UDM. The RG-TMBR is measured over a TMBR averaging window which is an operator specific value.
In the case of wireline access, the AMF may provides W-AGF with Subscribed RG-TMBR in Initial UE context NGAP message (e.g. in registration and Service Request procedures) instead of Subscribed UE-AMBR.
As specified in BBF WT-470 [38], Wireline BBF Access Networks do not apply the RG-TMBR. Instead an RG may be associated with maximum bit rate parameters carried in the RG Level Wireline Access Characteristics, as described in clause 4.5.1.2 and BBF WT-470 [38].
UE-AMBR is not applicable to wireline access and is not provided by AMF to W-AGF.
The RG subscription data parameters for RG-TMBR is defined in clause 8.1.1.
[bookmark: _GoBack]*************** Next change ***************
[bookmark: _Toc19107188][bookmark: _Toc27840953][bookmark: _Toc36128096]8.1.1	Nudm_SubscriberDataManagement (SDM) Service
[bookmark: _Toc19107189][bookmark: _Toc27840954][bookmark: _Toc36128097]8.1.1.1	General
In addition to the Subscription data types used in the Nudm_SubscriberDataManagement Service, as defined in Table 5.2.3.3.1-1 of TS 23.502 [3], the additional data types defined in Table 8.1.1.1-1 below are applicable for RGs connected to 5GC via W-5GAN.
Table 8.1.1.1-1: Wireline access specific UE Subscription data types
	Subscription data type
	Field
	Description

	Access and Mobility Subscription data (data needed for UE Registration and Mobility Management)
	RG Level Wireline Access Characteristics
	The RG level Wireline Access Characteristics parameter provides QoS information for the W-AGF, as defined in clause 4.5.1.2. This parameter is handled by the UDM as a transparent container.

	
	RG-TMBR (NOTE)
	The maximum aggregated uplink and downlink MBRs to be shared across all GBR and Non-GBR QoS Flows according to the subscription of the user. Applicable only for the wireline access network for a 5G-RG or FN-RG, as defined in clause 4.5.1.1

	NOTE: The RG-TMBR is not applicable to Wireline BBF Access Network.



In the case of Wireline access, the Forbidden area information within Table 5.2.3.3.1-1 of TS 23.502 [3] may correspond to a (set of) allowed Global Line ID.

*************** End of changes ***************

