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* * * * Start of Changes * * * * 
[bookmark: _Toc27823109][bookmark: _Toc19106296][bookmark: _Toc19106300][bookmark: _Toc27823113]6.4.1	General
This clause specifies how NWDAF can provide Observed Service Experience (i.e. average of observed Service MoS, and/or variance of observed Service MoS indicating service MOS distribution) analytics, in the form of statistics or predictions, to a service consumer.
The Observed Service Experience analytics may provide one or both of the following:
-	Service Experience for a Network Slice: Service Experience for UEs (for a UE or a group of or any UE) for a given Application or a set of Applications or any Application (i.e. all Applications) in a Network Slice;
-	Service Experience for an Application: Service Experience (i.e. for a UE or a group of UEs or any UE) in an Application.
Therefore, Observed Service experience may be provided individually per UE or group of UEs, or globally, averaged per Application or averaged across a set of Applications on a Network Slice.
The service consumer may be an NF (e.g. PCF), or the OAM.
The consumer of these analytics shall indicate in the request or subscription:
-	Analytics Id set to "Service Experience";
-	The Target of Analytics Reporting: one or more SUPI(s) or Internal Group Identifier(s), or "any UE";
-	Analytics Filter Information as defined in Table 6.4.1-1 and, optionally, maximum number of objects and maximum number of SUPIs;
Table 6.4.1-1: Analytics Filter Information related to the observed service experience
	Information
	Description

	Application ID (1..n)
(NOTE 1)
	The identification of the application(s) for which the analytics information is subscribed or requested.

	S-NSSAI
(NOTE 2)
	Identifies the Network Slice for which analytics information is subscribed or requested.

	Area of Interest
	Identifies the Area (i.e. set of TAIs), as defined in TS 23.501 [2] where the analytics information is subscribed or requested.

	Media/application bandwidth
	Identifies the Media/application bandwidth requirement of the application.

	DNN
	DNN to access the application.

	DNAI
	Identifier of a user plane access to one or more DN(s) where applications are deployed as defined in TS 23.501 [2]

	NOTE 1:	If no Application ID is provided, the Analytics Filter information applies to any application (i.e. all applications) in the Network Slice.
NOTE 2:	The S-NSSAI is mandatory if the NWDAF Service Consumer subscribes or requests the Service Experience in a Network Slice. Optionally, when multiple Network Slice instances of the same Network Slice (i.e. S-NSSAI) are deployed, associated NSI ID is used in addition to S-NSSAI.



-	An Analytics target period that indicates the time window for which the statistics or predictions are requested;
-	In a subscription, the Notification Correlation Id and the Notification Target Address.
The NWDAF shall notify the result of the analytics to the consumer as specified in clause 6.4.3.
NWDAF collects the network data from AF (directly or via NEF) and from other 5GC NF(s) in order to calculate and provides statistics and predictions on the observed service experience to a consumer NF or to OAM.

* * * * Next Change * * * * 
6.4.5	Procedures to request Service Experience for a Network Slice


Figure 6.4.5-1: Procedure for NWDAF providing Service Experience for a UE or a group of UEs in a Network Slice
This procedure is similar to the procedure in clause 6.4.4, with the following differences. The consumer needs to request the Analytics ID "Service Experience" for all UEs or a group of UEs or a UE on a Network Slice, identified by an S-NSSAI. If multiple Network Slice instances of the same Network Slice are deployed, associated NSI ID(s) may be used in addition to S-NSSAI. If 'any UE' is the target of analytics reporting, NWDAF may subscribe to UE mobility event notifications of AMF as described in clause 5.3.4.4 of TS 23.501 [2] using event ID UE moving in or out of "Area of Interest" and event filters as described in Table 5.2.2.3.1-1 of TS 23.502 [3] if it is needed to retrieve the list of SUPIs (and GPSIs if available) in the area of interest. The event exposure service request may also include the immediate reporting flag as event reporting information as described in Table 4.15.1-1 of TS 23.502 [3]. In addition, service experience data may need to be collected from multiple Applications. If each Application is hosted in a separate AF, NWDAF subscribes the service data in the Table 6.4.2-1 from the different AFs by invoking Nnef_EventExposure_Subscribe or Naf_EventExposure_Subscribe services for each Application (Event ID = Service Experience information, Event Filter information = Application ID) as defined TS 23.502 [3]. Figure 6.4.5-1 shows an example procedure with two AFs.
If one AF provides the service experience data of multiple Applications, the set of Application IDs is provided by NWDAF to the AF with the Naf_EventExposure_Subscribe service operation, as defined TS 23.502 [3].
The Observed Service Experience for a Network Slice when consumed by OAM could be used as described in Annex H of TS 28.550 [7].
* * * * End of Changes * * * * 
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