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	Reason for change:
	Several definition and procedure description in the current specification are not correct, so this contribution proposes editorial corrections & clarifications to update. 

	
	

	Summary of change:
	First Change:
For clause 8.4.2.3, the service Ngmlc_Location_LocationUpdate service operation provided by GMLC is not correct, other consumer NFs should use Ngmlc_Location_LocationUpdate service operation to provide UE location information to GMLC, not GMLC provides UE location information to consumer NFs.

Second Change:
For clause 8.3.2.4, make some editorial correction for description of Nlmf_Location_CancelLocation service operation. 
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	r01: Addition of SUPI as Required Input is removed. This as it constitute a non-backward compatible change that is not FASMO as the LDR session is defined by the “Notification Correlation ID”
r02: For clause 8.3.2.3, remove UE ID from the input as “Notification Correlation ID” is enough.
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc19105856][bookmark: _Toc27821272]8.4.2.3	Ngmlc_Location_LocationUpdate service operation
Service operation name: Ngmlc_Location_LocationUpdate
Description: Provides UE location information to the consumer NF. Consumer NF provides UE location information to the GMLC.
Input, Required: UE identifier (GPSI or SUPI), event causing the location estimate (5GC-MO-LR), location estimate, age of location estimate, accuracy indication, LCS QoS class.
Input, Optional: pseudonym indicator, identity of the LCS client, identity of the AF, GMLC address, service identity specified by UE.
Output, Required: Success/Failure indication
Output, Optional: Failure Cause (in the case of failure indication provided).
See clause 6.2 for example of usage of this service operation.
* * * * Second change * * * *
[bookmark: _Toc19105846][bookmark: _Toc27821262][bookmark: _Toc36124601][bookmark: _Toc36125041][bookmark: _Toc36125200]8.3.2.4	Nlmf_Location_CancelLocation service operation
Service operation name: Nlmf_Location_CancelLocation
Description: Cancels location event reporting for a target UE. The consumer NF cancels a deferred 5GC-MT-LR procedure for periodic or triggered location request.
Input, Required: Notification Target Address, Notification Correlation ID.
Input, Optional: None.
Output, Required: Success/Failure indication
Output, Optional: None.
See clause 6.3.3 for an example of usage of this service operation.
* * * * Third change * * * *
[bookmark: _Toc19105845][bookmark: _Toc27821261][bookmark: _Toc36124600][bookmark: _Toc36125040][bookmark: _Toc36125199]8.3.2.3	Nlmf_Location_EventNotify service operation
Service operation name: Nlmf_Location_EventNotify.
Service operation description: Allow the consumer NF to get notified about the geodetic and optionally civic location of a target UE when some certain events are detected, either the events implicitly subscribed by the AMF using Nlmf_Location_DetermineLocation service operation or the cancellation of reporting of periodic or triggered location events.
Input, Required: Notification Correlation ID, UE (SUPI and if available GPSI), Type of event.
Input, Optional: Geodetic Location, Civic Location, Position Methods Used (in the case of success indication provided), Notification Target address, Serving LMF identification, Failure Cause (in the case of failure indication provided).
Output, Required: None.
Output, Optional: Success/Failure indication.
See clause 6.3.1 and clause 6.3.2 for examples of usage of this service operation.
* * * * End of changes * * * *


