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Abstract of the contribution: This paper resolves the EN in the solution 1 and adding the Enhanced Service level bulletin
1. Proposal

6.1
Solution #1: Multicast service levels

6.1.1
Functional description

The following service levels for the multicast communication service are defined:

Editor's note:
Terminology to be confirmed.
Basic Service Level

Requirements for the basic service level are mandatory to be supported. The following requirements are defined:

-
Media are transported transparently through the 5GS (e.g. Transport Only mode);
-
Request to receive the multicast service;

-
Efficient packet distribution from the 5GS ingress to (R)AN node(s).
Editor's note:
It is FFS if the list is complete.

Enhanced Service Level

The requirements for the Basic service level also apply for the Enhanced Service Level. Additional requirements for the Enhanced Service Level are listed below. Different requirements out of this set may be necessary to address specific use cases.
-
Full service mode support;

-
Switch between unicast and multicast.
-
Service continuity during mobility;
Editor's note:
list to be completed.

6.1.2
Procedures


It is expected that procedures to address the requirements for the service levels defined in this solution proposal are proposed as part of other solution proposals.

6.1.3
Impacts on services, entities and interfaces

It is expected that an impact analysis to address the requirements for the service levels defined in this solution proposal are proposed as part of other solution proposals.
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