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Abstract of the contribution: This contribution proposes to remove Editor´s note on KI#12.
1. Discussion

KI#12 NWDAF assisted RFSP policy is still incomplete since no requirements are listed and only a brief description is included in the TR 23.700-91.
The use case NWDAF-assisted RAT/frequency selection describes that analytics can be used to assist determination of the RFSP value for a UE by the PCF for the purpose to a) move users consuming low value services from NR to E-UTRAN or to move users consuming high demanding services such as VR to NR and b) within NR move users consuming services with large bandwidth demands to high frequencies and users with low capacity demands to low frequencies. Both a) and b) are actions that depend on the user profile, such as category, the time of day and the user location. A change of RFSP value for a UE would need to consider that the QoE for the service is also met.
The requirements that can be derived from the use case description are the following:

- It shall be studied what type of analytics, either existing AnalyticsId or new ones are needed in order to assist RFSP value assigned for a UE, when consuming an application and depending on the user profile, the time of the day and the user location.

- The solutions need to consider that the Service Experience for the UE when consuming the application is within the limits determined by the MNO.
3. Proposal
It is proposed to update the description of KI#12, then include its requirements.
*** First change ***
5.2.12
Key issue #12: NWDAF-assisted RFSP policy
5.2.12.1
Description

This key issue is to address the use case #1 NWDAF-assisted RAT/frequency selection. This key issue describes analytics information that may be provided by NWDAF to support NFs to assist on RAT and frequency selection.
In this key issue, the following mechanisms need to be studied:
-
What kind of information is made available to the NWDAF for the data analytics (e.g. the information collected for assisting RFSP index) and from which provided NFs?
-
Which kind of information should the NWDAF output to the NWDAF consumer as the data analytics.
- 
how the NWDAF consumer of analytics, such as PCF, uses the NWDAF analytics to enhance the RFSP index value assigned to a UE.
5.2.12.2
Requirements

-  It shall be studied what type of analytics, either existing AnalyticsId or new ones are needed in order to assist RFSP value assigned for a UE, when consuming an application and depending on the time of the day and the user location.

*** End of changes ***
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