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1. Overall Description:
SA2 thanks CT1 for LS on manipulation of CAG Information element by a VPLMN (C1-202617/S2-2003535). 
A2 would like to provide the following feedback for the question how to avoid VPLMN manipulating the CAG information List: 
· [bookmark: _GoBack]CAG information is per PLMN basis and is used for PLMN selection, including the PLMN selection in roaming scenario. When the UE is roaming in VPLMN1, it is possible that the CAG information for VPLMN2 is updated in the UE subscription. If so, the HPLMN shall update the CAG information for VPLMN2 via VPLMN1 immediately, otherwise, the UE may not perform PLMN selection correctly when the UE moves out of VPLMN1. Based on this understanding, SA2 agrees the risk of VPLMN manipulating the CAG information and agrees an integrity protection mechanism is needed for CAG information to avoid VPLMN1 manipulating the CAG information for VPLMN2. SA2 understands CAG information for VPLMN can be a kind of Steering of Roaming information and the SoR mechanism can be reused to support the CAG information delivery from HPLMN via VPLMN. SA2 kindly request SA3 to determine how to support the integrity protection mechanism for CAG information delivered from the HPLMN via VPLMN.

2. Actions:
To RA2:
ACTION: 	SA2 respectfully asks CT1 and SA3 to take the above into account.

3. Date of Next TSG-RAN WG2 Meetings:
SA2#140 (TBD)	TBD				(TBD)
SA2#141 (TBD)	10-16 October 2020		(TBD)
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