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Title:	KI #15, Solution #3: updates to call flow
Document for:	Discussion/Approval
Agenda Item:	8.1
[bookmark: _Hlk32423091]Work Item / Release:	FS_eNA_Ph2
Abstract of the contribution: . 
Discussion
[bookmark: _GoBack]Step 1a has incorrect service name as the AF will first contact NEF which will then contact UDM. 
Conditions when NWDAF needs to use such user consent would need to be defined.
Proposal
It is proposed to update TR 23.700-91 as follows.

FIRST CHANGE
[bookmark: _Toc31296419][bookmark: _Toc31361036][bookmark: _Toc31448735][bookmark: _Toc31639211][bookmark: _Toc31639329]6.3.1.2	Procedure
The provision of the User consent for the UE data collection is shown in Figure 6.3.1.2-1 below.


[bookmark: _MON_1650782340]
Figure 6.3.1.2-1: User consent provision for UE data collection
1a.	Nnef/Nudm_ParameterProvision_Update Request (UE_Id, UE data consent) - The Service Provider may collect the user consent for UE data collection (if applicable) from its users and provide the information via the UE data consent parameter along with the UE Id for which the user consent applies. The Service Provider may also update or revocate the user consent. The UE data consent parameter is stored in the UDM/UDR as a subscription information. The UE data consent parameter may define the user consent for UE level data collection from UE or application or network side. The UE data consent parameter may also be provisioned by the network operator.
1b.	Alternatively, the UE data consent parameter may be configured in the UDM/UDR as a user subscription information.
Editor's note:	How the user consent is validated is FFS.
2.	Nudm_SDM_Get (UE_Id, UE data consent) - The NWDAF may retrieve the UE data consent before triggering some UE data specific analytics and data collection.
Editor's note:	Whether any other NFs need to retrieve the User consent is for FFS.
Editor's note:	Conditions when NWDAF needs to use such user consent are FFS.

END OF CHANGES
3GPP
image2.emf
 

NWDA F  

UDM/UDR  

NE F   A F  

1a. Nudm_ParameterProvision_Update Request   (UE_Id, UE data consent)  

2 . Nudm_ SDM_Get  (UE_Id, UE data consent)  

1 b .  UE data consent is configured in          UDM as user's subscription data  


oleObject1.bin


1b. UE data consent is configured in



      UDM as user's subscription data







2. Nudm_SDM_Get (UE_Id, UE data consent)







1a. Nudm_ParameterProvision_Update Request



(UE_Id, UE data consent)







AF







NEF







UDM/UDR







NWDAF












image3.emf
 

NWDA F  

UDM/UDR  

NE F   A F  

1a. Nudm_ParameterProvision_ Create/ Update /Delete   Request   (UE_Id, UE data consent)  

2 . Nudm_ SDM_Get  (UE_Id, UE data consent)  

1 b .  UE data consent is configured in          UDM as user's   subscription  data  

1a. N nef _ParameterProvision_ Create/ Update /Delete   Request   (UE_Id, UE data consent)  


oleObject2.bin


1a. Nnef_ParameterProvision_Create/Update/Delete Request



(UE_Id, UE data consent)







1a. Nudm_ParameterProvision_Create/Update/Delete Request



(UE_Id, UE data consent)







1b. UE data consent is configured in



      UDM as user's subscription data







2. Nudm_SDM_Get (UE_Id, UE data consent)







AF







NEF







UDM/UDR







NWDAF













 


3GPP


 


1


 


SA WG2 Meeting #13


9E


 


S2


-


2003671


 


1


 


-


 


12


 


June


 


2020, Elbonia


 


Source:


 


Nokia, Nokia Shanghai Bell


 


Title:


 


KI #15, 


Solution #3


:


 


updates


 


to call flow


 


Document for:


 


Discussion/Approval


 


Agenda Item:


 


8.1


 


Work Item / Release:


 


FS_


eNA_Ph2


 


Abstract of the contribution:


 


. 


 


Discussion


 


Step 1a has incorrect


 


service name


 


as the AF will fi


rst contact NEF which will then contact UDM.


 


 


Conditions when NWDAF 


needs to use such user consent 


would nee


d to 


be d


e


fined.


 


Proposal


 


It is proposed to update T


R


 


23.


700


-


91


 


as follows.


 


 


FIRST CHANGE


 


6.


3


.1.2


 


Procedure


 


The provision of the User 


consent for the UE data collection is shown in Figure 6.


3


.1.2


-


1 below.


 


 


NWDA


F


 


UDM/UDR


 


NE


F


 


A


F


 


1a. Nudm_ParameterProvision_


Create/


Update


/Delete


 


Request


 


(UE_Id, UE data consent)


 


2


. Nudm_


SDM_Get 


(UE_Id, UE data consent)


 


1


b


. 


UE data consent is configured in


 


      


UDM as user's


 


subscription 


data


 


1a. N


nef


_ParameterProvision_


Create/


Update


/Delete


 


Request


 


(UE_Id, UE data consent)


 


 


Figure 6.


3


.1.2


-


1: User consent provision for UE data collection


 


1a.


 


Nnef/


Nudm_ParameterProvision_Update Request


 


(UE_Id, UE data conse


nt) 


-


 


The Service Provider may collect 


the user consent for UE data collection (if applicable) from its users and provide the information via the UE data 


consent parameter along with the UE Id for which the user consent applies. The Service Provider may al


so 


update or revocate the user consent. The UE data consent parameter is stored in the UDM/UDR as a subscription 


information. The UE data consent parameter may define the user consent for UE level data collection from UE 


or application or network side. The


 


UE data consent parameter may also be provisioned by the network operator.


 


1b.


 


Alternatively, the UE data consent parameter may be configured in the UDM/UDR as a user subscription 


information.


 




  3GPP  

1 

SA WG2 Meeting #13 9E   S2 - 2003671   1   -   12   June   2020, Elbonia   Source:   Nokia, Nokia Shanghai Bell   Title:   KI #15,  Solution #3 :   updates   to call flow   Document for:   Discussion/Approval   Agenda Item:   8.1   Work Item / Release:   FS_ eNA_Ph2   Abstract of the contribution:   .    Discussion   Step 1a has incorrect   service name   as the AF will fi rst contact NEF which will then contact UDM.     Conditions when NWDAF  needs to use such user consent  would nee d to  be d e fined.   Proposal   It is proposed to update T R   23. 700 - 91   as follows.     FIRST CHANGE   6. 3 .1.2   Procedure   The provision of the User  consent for the UE data collection is shown in Figure 6. 3 .1.2 - 1 below.  

 

NWDA F   UDM/UDR   NE F   A F  

1a. Nudm_ParameterProvision_ Create/ Update /Delete   Request   (UE_Id, UE data consent)  

2 . Nudm_ SDM_Get  (UE_Id, UE data consent)  

1 b .  UE data consent is configured in          UDM as user's   subscription  data  

1a. N nef _ParameterProvision_ Create/ Update /Delete   Request   (UE_Id, UE data consent)  

  Figure 6. 3 .1.2 - 1: User consent provision for UE data collection   1a.   Nnef/ Nudm_ParameterProvision_Update Request   (UE_Id, UE data conse nt)  -   The Service Provider may collect  the user consent for UE data collection (if applicable) from its users and provide the information via the UE data  consent parameter along with the UE Id for which the user consent applies. The Service Provider may al so  update or revocate the user consent. The UE data consent parameter is stored in the UDM/UDR as a subscription  information. The UE data consent parameter may define the user consent for UE level data collection from UE  or application or network side. The   UE data consent parameter may also be provisioned by the network operator.   1b.   Alternatively, the UE data consent parameter may be configured in the UDM/UDR as a user subscription  information.  

