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1
Overall description
SA2 thanks RAN3 for the “LS on S1/NG DAPS handover”. SA2 has approved alignment CRs for TS 23.502 and TS 23.401 as attached. 

SA2 will also like to highlight another issue which is not addressed in RAN3’s LS and the attached RAN3 CR. After UE accesses the T-RAN and send the HO confirmation, T-RAN will send the HO notify with the new Notify Source NG-RAN node IE which will further trigger a new N2 HO Success procedure from S-AMF to S-RAN. This procedure requires both RAN and CN can support the DAPS HO but there is no description in RAN’s spec on how to negotiate the DAPS HO capability between RAN and CN. This paper assumes that RAN and CN will exchange the DAPS HO capability during the N2 setup procedure, S-RAN will only initiate the DAPS HO when both S-RAN and S-AMF supports DAPS HO. T-RAN will only send the DAPS HO accept when both T-RAN and T-AMF supports the DAPS HO.
The afore mentioned assumption is captured also in the attached alignment CRs from SA2. 
2
Actions
To RAN3
ACTION: 
SA2 asks RAN3 to take this information into account.
3
Dates of next TSG SA WG2 meetings
TSG SA WG2 Meeting 140E

TBD
TSG SA WG2 Meeting 141

TBD

