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	Reason for change:
	Section AA.3.1 defines the factors used by an SBI capable IMS entity to select an SBI capable HSS. This includes the HSS Group ID (when known to the SBI capable IMS entity), set of IMPIs or set of IMPU the UE IMPI/IMPU belongs to.

However, there is also the need for the HSS to be selected based on IMS private and public service identities rather than IMS private and public user identities. 

Additionally, IMS Application Servers may also use MSISDN as key for Sh requests to HSS as defined in TS 29.328.
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*** BEGIN CHANGES ***
[bookmark: _Toc19089829][bookmark: _Toc27818347][bookmark: _Toc36122640][bookmark: _Toc36123265][bookmark: _Toc27818971][bookmark: _Toc19090452]4.3.3.X	MSISDN
IM CN subsystem users may be associated with one or more MSISDNs. The MSISDN is involved in communications with other users when the IM CN subsystem user also supports voice service over CS as defined in TS 23.237 [67].
*** NEXT CHANGE ***
AA.3.1	General
An SBI capable IMS entity (e.g. I-CSCF, S-CSCF or IMS AS) performs HSS discovery to discover an HSS that manages the user subscriptions.
The SBI capable IMS entity shall utilize the NRF to discover the SBI capable HSS instance(s) unless the information about SBI capable HSS instances is available by other means, e.g. locally configured on the SBI capable IMS entity. The HSS selection function in SBI capable IMS entities selects an SBI capable HSS instance based on the available SBI capable HSS instances (obtained from the NRF or locally configured).
An SBI capable IMS entity always selects an HSS within its own PLMN. The HSS selection should consider one of the following factors when available to the SBI capable IMS entity:
1.	HSS Group ID of the UE's IMS user identity (e.g. IMPI or IMPU).
2.	IMPIIMS private identity (e.g. IMPI); e.g. the SBI capable IMS entity selects an SBI capable HSS instance based on the IMPI IMS private identy range the UE's IMS private identityIMPI belongs to, configured locally or based on the results of a discovery procedure with NRF using the UE's IMPIIMS private identity as input for HSS discovery.
3.	IMPUIMS public identity (e.g. IMPU, PSI); e.g. the SBI capable IMS entity selects an SBI capable HSS instance based on the IMPUIMS public identity range the UE's IMPUIMS public identity belongs to, configured locally or based on the results of a discovery procedure with NRF using the UE's IMPUIMS public identity as input for HSS discovery. 
4.	MSISDN; e.g. the SBI capable IMS entity selects an SBI capable HSS instance based on the MSISDN range the UE’s MSISDN belongs to, configured locally or based on the results of a discovery procedure with NRF using the UE’s MSISDN as input for HSS discovery.
Unless the information about the interface type to be used towards HSS is locally configured on the SBI capable IMS entity, an SBI capable IMS entity can also use the NRF to decide the type of interface (SBI vs diameter) to be used towards HSS.
The following clause describes the procedure for HSS registration in NRF, SBI capable HSS discovery and interface type selection via NRF.
*** END OF CHANGES ***

