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	Reason for change:
	The SA2 #139e approved contribution S2-2004705 with a comment below:
Whether and when QoS limitation defined in Solution #11 needs to be considred for UPF selection may be discussed in the normative work

N4 Node level procedure to inform QoS limitation per GTP-U peer is missing, so that SMF cannot collect all QoS limitation information of the satellite backhaul connections.

	
	

	Summary of change:
	Add N4 level procedures that UPF informs all QoS limitation due to satellite backhaul connected GTP-U peers in N4 Association Setp/Update procedures.  
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	QoS limitation awared UPF selection cannot be supported.
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*************** First change (all text is new) **************
[bookmark: _GoBack]4.xx.x	N4 Node Level procedures
4.xx.x.1	N4 Association Setup Procedure
This procedure is based on the procedure described in clause 4.4.3.1 with the following differences and clarifications:
-	In Figure 4.4.3.1-1, when receiving an N4 Association Setup Request, the UPF shall provide QoS limitation Information (a list of Satellite Category, a list of time delay for each GTP-U peer) in the N4 Association Setup Response.
-	In Figure 4.4.3.1-2, the UPF provides QoS limitation Information (a list of Satellite Category, a list of time delay for each GTP-U peer) in the N4 Association Setup Request.
4.xx.x.2	N4 Association Update Procedure
This procedure is based on the procedure described in clause 4.4.3.2 with the following differences and clarifications:
-	In Figure 4.4.3.2-2, the UPF provides QoS limitation Information (a list of Satellite Category, a list of time delay for each GTP-U peer) in the N4 Association Update Request.
*************** End of changes ***************
