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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc36191851][bookmark: _Toc27894782][bookmark: _Toc20204094]4.11.X	Handover procedures between EPS and 5GC-TNGF
[bookmark: _Toc36191852][bookmark: _Toc27894783][bookmark: _Toc20204095]4.11.X.1	Handover from EPS to 5GC-TNGF
The handover procedure from EPS to 5GC-TNGF shall be supported as specified in clause 4.11.3.1 for handover procedure from EPS to 5GC-N3IWF with the following differences:
	-	The untrusted non-3GPP access is substituted by trusted non-3GPP access point (TNAP).
	-	The N3IWF is substituted by TNGF.
	-	The registration procedure on trusted non-3GPP access as specified in clause 4.12a.2 shall be performed in step 1.
	-	The UE requested PDU Session Establishment with Existing PDU Session indication in 5GC via trusted non-3GPP access as specified clause 4.12a.5 shall be performed in step 2.
4.11.X.2	Handover from 5GC-TNGF to EPS
The handover procedure from 5GC-TNGF to EPS shall be supported as specified in clause 4.11.3.2 for handover procedure from 5GC-N3IWF to EPS with the following differences:
	-	The untrusted non-3GPP access is substituted by trusted non-3GPP access point (TNAP).
	-	The N3IWF is substituted by TNGF.
	-	The network requested PDU Session Release via TNAP and TNGF shall be initiated as specified in clause 4.12a.7 from steps 3 to 12.

* * * * End of changes * * * *


