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1	Overall description
SA2 is conducting a study on System enhancement for Proximity based Services in 5GS (FS_5G_ProSe) in TR 23.752. (The latest version of TR 23.752 can be found in https://www.3gpp.org/ftp/tsg_sa/WG2_Arch/Latest_SA2_Specs/Latest_draft_S2_Specs)
The following security issues are identified by SA2 and need to be verified by SA3:
-	For UE-to-Network Relay, two architecture options (e.g. Layer-3 Relay in solution #6 and #23 vs. Layer-2 Relay in solution #7) are proposed. For the Layer-3 Relay in solution #23, IPSec between Remote UE and N3IWF is used to provide end-to-end security for Remote UE. For the Layer-2 Relay in solution #7, end-to-end security is provided by the PDCP layer between Remote UE and NG-RAN. It is SA2 understanding that both options can fulfil the end-to-end security requirement for Remote UE.
SA2 also made conclusions for some key issues in TR 23.752 v0.5.0 clause 8.
SA2 kindly asks SA3 to confirm the above SA2 understanding and take the above information into account.
2	Actions
To SA3 
ACTION: 	SA2 kindly asks SA3 to confirm the above SA2 understanding and take the above information into account.

3	Dates of next TSG SA WG 2 meetings
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