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**************** First Change ****************
[bookmark: _Toc45184095][bookmark: _Toc47342937]6.3.16	SCP discovery and selection
An NF is configured with its serving SCP(s).
In a deployment where several SCPs are deployed, a message may traverse several SCP instances until reaching its final destination. A SCP may discover and select a next hop SCP by querying the Nnrf_NFDiscovery Service of the NRF or it may be configured with next SCP in the message path.
An SCP may use the SCP profile parameters in clause 6.2.6.3 as discovery parameters in Nnrf_NFDiscovery. The parameter(s) to be used depend(s) on network deployment. The NRF returns a list SCP Profiles as per the provided discovery parameters.
If an SCP receives a Routing Binding Indication within a service or notification request and decides to forward that request to a next-hop SCP, it shall include the Routing Binding Indication in the forwarded request.
NOTE:	It is up to SCP implementation, deployment specific configuration and operator policies as to how the SCP will use information retrieved from the NRF to resolve the optimal route to a producer.
Based on SCP configuration, an SCP deciding to address a next-hop SCP for a service request may then delegate the NF (instance) and/or service (instance) selection to subsequent SCPs and provide discovery and selection parameters to the next-hop SCP. The SCP selects the next-hop SCP or NF/NF service instance which is within the same SCP domain if available.
************ Second Change **************
[bookmark: _Toc20150256][bookmark: _Toc27847064][bookmark: _Toc36188197][bookmark: _Toc45184110][bookmark: _Toc47342952]7.2.6	NRF Services
The following NF services are specified for NRF:
Table 7.2.6-1: NF Services provided by NRF
	Service Name
	Description
	Reference in TS 23.502 [3]

	Nnrf_NFManagement
	Provides support for register, deregister and update service to NF, NF services, SCP. Provide NF service consumers and SCP with notifications of newly registered/updated/deregistered NF along with its NF services. Also Provide SCP with notifications of newly registered/updated/deregistered SCP.
	5.2.7.2

	Nnrf_NFDiscovery
	Enables one NF service consumer or SCP to discover a set of NF instances with specific NF service or a target NF type. Also enables one NF service consumer or SCP to discover a specific NF service. Also enables a SCP to discover a next hop SCP.
	5.2.7.3

	Nnrf_AccessToken
	Provides OAuth2 2.0 Access Tokens for NF to NF authorization as defined in TS 33.501 [29].
	5.2.7.4


************ END CHANGES **************

