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Abstract of the contribution: Evaluation on solutions addresses KI#1 related to service continuity. 
1	Introduction
This paper proposes evaluation description for solutions addressing KI#1 related to service continuity.
2	Proposal
It is proposed to approve following changes.
* * * * First change * * * * (All Text New)
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Following table illustrates the alternatives of aspects from solutions addressing KI#1 for MBS session management related to service continuity, which will be used for consideration on conclusion for combination of aspects from solutions.
Consideration on UE mobility in CM-CONNECTED and RRC-CONNECTED state:
Proposal:	Support handover for MBS service when UE is in CM-CONNECTED and RRC-CONNECTED state
Alternatives:	Alt 1: Support handover for MB session with forwarding option (Sol#15, 27)
Editor's note: Handover with forwarding option needs RAN coordination.
	> Alt 1.1: Source gNB forwards data of MB session to target gNB if needed
	> Alt 1.2: Uses SN number of packet assigned by CN for packet loss/duplication determination
	Alt 2: Support handover for MB session without forwarding option (Sol#11, 12)
Consideration on Xn handover:
Proposal:	Support Xn handover with MB context transfer
Alternatives:	Alt 1: Target gNB interacts with AMF during handover preparation phase if needed (Sol#11, 15)
	> Alt 1.1: Target gNB responses to the source gNB after exchange messages with AMF for adding the target gNB into the MB session (Sol#11)
	> Alt 1.2: Target gNB simultaneously responses to the source gNB and exchanges messages with AMF for adding the target gNB into the MB session (Sol#15)
	Alt 2: Target gNB adds into the distribution tree during handover execution phase if needed (Sol#11, 15)
Consideration on N2 handover:
Proposal:	Support N2 handover with MB context transfer
Alternatives:	Alt 1: Target gNB adds into the distribution tree during handover preparation phase if needed (Sol#12, 15)
	> Alt 1.1: MB-SMF setups transmission resource to target gNB via AMF if needed (Sol#12)
	> Alt 1.2: Target gNB sends N2 message to AMF after receiving the instruction from 5GC if needed (Sol#15)
	Alt 2: Target gNB adds into the distribution tree during handover execution phase if needed (Sol#15)
Editor's note: further evaluation is needed.
* * * * End of changes * * * *
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