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Abstract of the contribution: Evaluation on KI#4. 
1	Introduction
This paper proposes evaluation description for solutions addressing KI#4, i.e. QoS level support.
2	Proposal
It is proposed to approve following changes.
* * * * First change * * * * (All Text New)
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[bookmark: _Toc519004414]Following table illustrates the alternatives of aspects from solutions addressing KI#4 QoS level support, which will be used for consideration on conclusion for combination of aspects from solutions.
Consideration on QoS control for MBS:
Proposal:	Support QoS control for MBS in PCF if dynamic PCC is deployed
	Support QoS control per MB session
	Support GBR and non-GBR
Alternatives:	Alt 1: Support AF specific priority for a specific member/sub-group (Sol#35, 37)
Editor's note: Requirement of distinguish QoS for specific user/sub-group of a multicast group needs to be confirmed.
	> Alt 1.1: AF provides priority indication related to a MB session for a user to PCF, gNB enforces the policy (Sol#35)
	> Alt 1.2: AF provides priority indication related to a MB session for a sub-group to PCF, gNB enforces the policy (Sol#37)
	Alt 2: Do not distinguish policy for members (Sol#3, 4, 17, 36)
Consideration on QoS feature:
Proposal:	Compare to QoS feature for PDU session, do not support QoS feature apply to UL traffic and single user and do not support QoS feature related to non-3GPP access
	Reflective QoS is not applicable
	Alternative QoS Profile is not applicable
	Notification Control is not applicable
	No UL Packet filter sets
	Wireline access network specific 5G QoS parameters do not apply
Consideration on granularity of QoS control:
Proposal:	Support QoS control for MBS on QoS flow granularity
Alternatives:	Alt 1: Support one QoS flow for a MB session (Sol#3, 4)
	Alt 2: Support multiple QoS flows for a MB session (Sol#3, 4)
Consideration on QoS control on multicast flow in a PDU session:
Proposal:	Support QoS control on multicast flow in a PDU session
Alternatives:	Alt 1: Uses different QoS flow for multicast IP flows and unicast IP flows (Sol#3, 4)
	Alt 2: May use same QoS flow for multicast IP flows and unicast IP flows (Sol#4)
Editor's note: further evaluation is needed.
* * * * End of changes * * * *
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