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Abstract of the contribution: This contribution proposes evaluation and conclusion for Layer-2 based UE-to-Network Relay selection and PLMN selection.
Discussion
Solution #41 provides a solution which addresses the Relay selection and PLMN selection issue for Layer-2 based UE-to-Network Relay in case there is inter-PLMN relay agreements for Relay UE and Remote UE network. It can specially be used to RAN sharing. When the Remote UE discovers a Relay, the ProSe layer will verify whether the PLMN is the authorized PLMN for relay, and then the ProSe layer provides only the authorized PLMNs to the NAS layer. When the Remote UE performs PLMN selection in NAS layer, all of the candidate PLMNs are authorized for relay, and the Relay selection can be performed based on the selected PLMN in NAS layer. This solution coordinates the relay authorized PLMNs and PLMN selection procedures for Layer-2 based UE-to-Network Relay.
Proposal

It is proposed to include the following changes in TR 23.752.
* * * Start of change * * * 

7.3
Key Issue #3: Support of UE-to-Network Relay
Solution #41 provides a solution which addresses the Relay selection and PLMN selection issue for Layer-2 based UE-to-Network Relay in case there is inter-PLMN relay agreements for Relay UE and Remote UE network. It can specially be used to RAN sharing. When the Remote UE discovers a Relay, the ProSe layer will verify whether the PLMN is the authorized PLMN for relay, and then the ProSe layer provides only the authorized PLMNs to the NAS layer. When the Remote UE performs PLMN selection in NAS layer, all of the candidate PLMNs are authorized for relay, and the Relay selection can be performed based on the selected PLMN in NAS layer. This solution coordinates the relay authorized PLMNs and PLMN selection procedures for Layer-2 based UE-to-Network Relay.
* * * Second change * * * 

8.3
Key Issue #3: Support of UE-to-Network Relay
For Layer-2 based UE-to-Network Relay, it is recommended to take solution #41 into normative work.
* * * End of changes * * * 

3GPP

SA WG2 TD


