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1. Overall Description:
SA2 has captured the Key Issue #1: Support of QoS aware NR PC5 power efficiency for pedestrian UEs in its Rel-17 V2X TR23.776, which focuses on using the PC5 DRX to make UE power saving. And the inclusion of PC5 DRX in SA2 discussion is mainly because that the Rel-17 RAN work item on NR Sidelink enhancement (NRSL_enh) includes the objective to support power saving by Sidelink DRX for broadcast, groupcast, and unicast.

SA2 has developed 6 solutions on how to determine the PC5 DRX for the UE. From the SA2 perspective, the V2X services requirements (e.g. PDB) and service pattern may be considered for PC5 DRX. However, SA2 also notices that the PC5 DRX is substantially used by AS layer and some AS layers parameters (e.g. TX/RX resource pool, Uu DRX configured by gNB) shall be required for determining PC5 DRX, so the controversial parts need to be aligned between SA2 and RAN2.

Basically, there are two alternatives for SA2 solutions:
1) V2X layer determines the PC5 DRX. 
2) AS layer determines the PC5 DRX.

SA2 would like to RAN2 the questions as follows:
1)  Whether the V2X layer or AS layer determines the PC5 DRX parameter.
2)	If it is the AS layer, what need to be provided by the V2X layer; if it is the V2X layer, what need to be provided by the AS layer and whether AS layer can provide them.

2. Actions:
To RAN2 group.
ACTION: 	SA2 would kindly request RAN2 to provide the answers to the questions above.
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